Upgrade Procedures for TE100-MP1U, TE100-MP2U, TEW-MP2U

1. Unzip the downloaded firmware files and save it on your Desktop
2. Go to Print Server’s web configuration page, click on Configurations - Maintenance =
Firmware Upgrade

— I
& TRENDnet MFP Server - Wi n F=NrE X
—~ e
o 9 ~ | &] hitp:/7192.168.1.13/configindechtm « | 44| 5¢ [l Live Search o v|

P — . 33
W IB%H@BabyHomMat-Mmecm...{gTRENDmMFPSewe; x] l - ~ dm v [:h Page = {} Tools +

-

@ TREnD nET Wireless Multi-Function USE 2.0 Print Server

TEW-MP2U

Home Firmware Upgrade I

Status

General

Configurations
= TCPIP

= Wireless

m

+ Supported Protocols
+ User Accounts

« SHMP

« Email

= Restart Server

* Maintenance

Contact Us

=

Eopyright © 2007 TRENDneE. All Hights Heserved.

-

Daone &) Intermet | Protected Mode: On ,100%

3. Click on Browse button and search for the unzipped firmware file then click on Upload button
4. Firmware update is completed.

Note: Firmware v2.36 or above requires to work with Utility v2.36. Please remove the previous
installed MFP Server Control Center and download/install the new version.



