TEW-634GRU Firmware Release Note  
Firmware: v1.01.06
Hardware: A1
Date: Feb 03, 2010
1. Improved GUI setting descriptions and pop up messages 

2. Fixed Mac address item to be able to input odd number 00~FF
3. Improve wireless performance with TEW-648UB and TEW-649UB wireless adapters

4. Update USB controller module for Windows 7 compatibility
5. Enhanced WPA-EAP wireless connection

6. Fixed release and renew button not work on firefox -- status page. 

7. Notify users with pop up message when entering Mac Filter rule with no MAC entries

8. Display correct time after reboot.

9. Update DNS display issue in status page.

10. Update drop down dynamic DNS selection to from DynDNS.org to DynDNS.com

11. Fixed when enable igmp snopping the lan unicast will be flooding to all port
13. Fixed Static Russia PPTP connected , DNS show error DNS IP .
14. Fixed Mac address item to be able to input odd number 00~FF

15. Fixed the time "12:00 PM" couldn't be saved issue in "E-mail logs"

17. Fixed firewall setting: Name, LAN IP, and IP range End not checks.

18. Fixed firewall setting: If only add 4th rule then Priority can UP before first 3rd rule.  

Firmware: v1.00.23
Hardware: A1
Date: Jun 04, 2009
Firmware Version: ver1.00b23 

Firmware Date: Thu, 04, Jun, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0103, Date: Fri, 22, May, 2009 

Application: 2.0, Build: 1046, Date: Thu, 4, Jun, 2009 

WLAN Version: ap83-7.1.3.77, Build: 0013, Date: Thu, 4, Jun, 2009 

CheckSum: 0x06F1479D  
Problems Resolved:

Enhancements:

1.Firewall setting:Action item not correctly with settings.

2.Firewall setting:If only add 4th rule then Priority can UP before first 3rd rule.

3.Firewall setting:Priority cannot update, always pop warning messenger: The firewall name has the same name. Must revise the name then can updated.

4.Firewall setting:Last Firewall rule cannot be update.

5.Firewall setting:Maybe update Setting rule again then function can work after Priority changed

6.Firewall setting:Source: LAN to Destination: WAN not work. 

7.Suggest to appear warning message that when enabled " Only allow computers with MAC address listed below to access the network." with no MAC rule.

8.when changes dhcpd server ip range the client pc can't auto change the ip.

9.Static DHCP update Botton can't used.

10.PPTP,L2TP,Russia PPTP,Russia L2TP connect fail 

11.Russia L2TP mode不能連 

12.SSID not show on Device Information if name includes unusual symbol (\).
Firmware: v1.00.22
Hardware: A1
Date: May 08, 2009
Firmware Version: ver1.00b22 

Firmware Date: Mon, 27, May, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0103, Date: Fri, 22, May, 2009 

Application: 2.0, Build: 1022, Date: Fri, 22, May, 2009 

WLAN Version: ap83-7.1.3.71.2, Build: 0012, Date: Wed, 29, Apr, 2009 

CheckSum: 0x06F078F5  
Problems Resolved:

Enhancements:

1.The customer request refers TEW-432BRP changes firewall setting page to be the same
2. fixed can be change of First three rule issue on firewall_setting.asp.
3. add check function on firewall_setting.asp.
Firmware: v1.00.21
Hardware: A1
Date: May 08, 2009
Firmware Version: ver1.00b21 

Firmware Date: Fri, 08, May, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0100, Date: Tue, 28, Apr, 2009 

Application: 2.0, Build: 0999, Date: Thu, 7, May, 2009 

WLAN Version: ap83-7.1.3.71.2, Build: 0012, Date: Wed, 29, Apr, 2009 

CheckSum: 0x06F097E0     
Problems Resolved:

Enhancements:

1.Fixed MP test program can't test when art client mode

2.Fixed reboot device for the DHCP problem(the DHCP client unable automatically after the IP address of the unit change).

3.add auto modify ip range when change device ip.
Firmware: v1.00.20
Hardware: A1
Date: Apr 29, 2009
Firmware Version: ver1.00b20 

Firmware Date: Wed, 29, Apr, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0100, Date: Tue, 28, Apr, 2009 

Application: 2.0, Build: 0958, Date: Tue, 14, Apr, 2009 

WLAN Version: ap83-7.1.3.71.1, Build: 0011, Date: Mon, 16, Feb, 2009  

CheckSum: 0x06DCF1C9  
Problems Resolved:

Firmware: v1.00.19
Hardware: A1
Date: Apr 24, 2009
Firmware Version: ver1.00b19 

Firmware Date: Thu, 23, Apr, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0099, Date: Thu, 16, Apr, 2009 

Application: 2.0, Build: 0958, Date: Tue, 14, Apr, 2009 

WLAN Version: ap83-7.1.3.71.1, Build: 0011, Date: Mon, 16, Feb, 2009 

CheckSum: 0x06DD8D15  
Problems Resolved:

Enhancements:

1. Fixed February has not 29th day at leap year

2. Fixed Dynamic IP not lock field at first time on Russia PPTP/L2TP.

3. Fixed Day’s item display 1st Day after February set 29th day at leap year.
Firmware: v1.00.18
Hardware: A1
Date: Apr 23, 2009
Firmware Version: ver1.00b18 

Firmware Date: Thu, 13, Apr, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0099, Date: Thu, 16, Apr, 2009 

Application: 2.0, Build: 0958, Date: Tue, 14, Apr, 2009 

WLAN Version: ap83-7.1.3.71.1, Build: 0011, Date: Mon, 16, Feb, 2009 

CheckSum: 0x06DCF6D5
Problems Resolved:

Enhancements:

1.Remove MPPE Item on Russia L2TP page & Russia PPTP page

2.Fixed The word should be modified in Russia L2TP configure page.

3.Fixed The days for February should be displayed correct when load the system first time. We should select another month, then select February again, then the days will display correct.

4.Fixed The strings display error for Domain blocking help menu.

5.Fixed After upgrade firmware from v1.00B16 to v1.00B17, the GUI display will time out.
Firmware: v1.00.17
Hardware: A1
Date: Apr 17, 2009
Firmware Version: ver1.00b17 

Firmware Date: Fri, 17, Apr, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0099, Date: Thu, 16, Apr, 2009 

Application: 2.0, Build: 0958, Date: Tue, 14, Apr, 2009 

WLAN Version: ap83-7.1.3.71.1, Build: 0011, Date: Mon, 16, Feb, 2009  

CheckSum: 0x06DD19B5
Problems Resolved:

Firmware: v1.00.16
Hardware: A1
Date: Apr 15, 2009
Firmware Version: ver1.00b16 
Firmware Date: Wen, 15, Apr, 2009 
KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0098, Date: Mon, 6, Apr, 2009 
Application: 2.0, Build: 0958, Date: Tue, 14, Apr, 2009 
WLAN Version: ap83-7.1.3.71.1, Build: 0011, Date: Mon, 16, Feb, 2009 
CheckSum: 0x06F06EFC
Problems Resolved:

Enhancements:

1. Fixed unable to establish connection with WPA-PSK & WPA-PSK2 encryption.
2. Fixed unable to establish connection through WPS.
Firmware: v1.00.15
Hardware: A1
Date: Apr 08, 2009
Firmware Version: ver1.00b15 

Firmware Date: Wen, 08, Apr, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0098, Date: Mon, 6, Apr, 2009 

Application: 2.0, Build: 0941, Date: Fri, 3, Apr, 2009 

WLAN Version: ap83-7.1.3.71.1, Build: 0011, Date: Mon, 16, Feb, 2009 

CheckSum: 0x06F053BF
Problems Resolved:

Enhancements:

1. WPS cannot enable after disable when security set WPA-PSK

2. PBC for WPS not work on GUI when no enough waiting time

3. add auto back wlan_wps page not waiting time finish when PBC link client success
Firmware: v1.00.14
Hardware: A1
Date: Apr 06, 2009
Firmware Version: ver1.00b14 

Firmware Date: Mon, 06, Apr, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0098, Date: Mon, 6, Apr, 2009 

Application: 2.0, Build: 0941, Date: Fri, 3, Apr, 2009 

WLAN Version: ap83-7.1.3.71.1, Build: 0011, Date: Mon, 16, Feb, 2009 

CheckSum: 0x06EF9783
Problems Resolved:

Enhancements:

1.Fixed usb utility tool can't connect to router issue when client pc restart

Firmware: v1.00.13
Hardware: A1
Date: Apr 02, 2009
Firmware Version: ver1.00b13 

Firmware Date: Thu, 02, Apr, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0096, Date: Fri, 06, Mar, 2009 

Application: 2.0, Build: 0934, Date: Thu, 2, Apr, 2009 

WLAN Version: ap83-7.1.3.71.1, Build: 0011, Date: Mon, 16, Feb, 2009 

CheckSum: 0x6F21831
Problems Resolved:

Firmware: v1.00.12
Hardware: A1
Date: Mar 26, 2009
Firmware Version: ver1.00b12 
Firmware Date: Thu, 26, Mar, 2009 
KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0096, Date: Fri, 06, Mar, 2009 
Application: 2.0, Build: 0916, Date: Tue, 24, Mar, 2009 
WLAN Version: ap83-7.1.3.71.1, Build: 0011, Date: Mon, 16, Feb, 2009 
CheckSum: 0x6F3E9BC
Problems Resolved:

Firmware: v1.00.11
Hardware: A1
Date: Feb 23, 2009
Firmware Version: ver1.00b11 

Firmware Date: Mon, 23, Feb, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0095, Date: Fri, 9, Jan, 2009 

Application: 2.0, Build: 0771, Date: Wed, 4, Feb, 2009 

WLAN Version: ap83-7.1.3.71, Build: 0010, Date: Fri, 23, Jan, 2009 

CheckSum: 0x6F39F87
Problems Resolved:

Enhancements:
1. Fixed wireless client site survey will get wpa2-psk(aes) when router in wpa-pak(tkip).
Firmware: v1.00.10
Hardware: A1
Date: Feb 19, 2009
Firmware Version: ver1.00b10 

Firmware Date: Thu, 19, Feb, 2009 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0095, Date: Fri, 9, Jan, 2009 

Application: 2.0, Build: 0771, Date: Wed, 4, Feb, 2009 

WLAN Version: ap83-7.1.3.71, Build: 0010, Date: Fri, 23, Jan, 2009 

CheckSum: 0x6DFB503
Problems Resolved:

Enhancements:
1.Fixed Login the GUI with user account, then try to configure DUT with "Setup Wizard" on Windows Vista. The warning message on IE7 couldn't be displayed well.

2.Fixed Suggest modify the field name "Server IP" to "Server IP \ Name" for WAN connection type "PPTP / L2TP / Russia PPTP", as the "Russia L2TP" displayed.

3.Fixed Suggest add description for "E-Mail Log" in help menu

4.Fixed Suggest add "WAN Physical" for interface in "Routing Table" help menu.

5.Fixed There was no SNMP function in this DUT, suggest to removing "SNMP" description in "Remote Management" help menu.

6.Fixed The number "7" was missed for Setup Wizard in help menu.

7.Fixed The characters display not the same in Time help menu for IE and FireFox.

8.Fixed Suggest modify the help menu sequence, the sequence not the same as the menu for configuration page. 

9.Fixed Suggest to removing "comma" for DNS in status page when DNS field just got one IP address.

10.Fixed The button type for Russia L2TP is different from Russia PPTP
Firmware: v1.00.09
Hardware: A1
Date: Feb 06, 2009
Firmware Version: ver1.00b09

Firmware Date: Fri, 06, Feb, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0095, Date: Fri, 9, Jan, 2009

Application: 2.0, Build: 0778, Date: Fri, 6, Feb, 2009

WLAN Version: ap83-7.1.3.71, Build: 0010, Date: Fri, 23, Jan, 2009

CheckSum: 0x6DF1AA4
Problems Resolved:

Enhancements:
1.Fixed config in log setting, then click "Apply" button, the config couldn't be saved.

2.Fixed Apply button cannot work on FireFox3 Wireless Security/Log Setting.
Firmware: v1.00.08
Hardware: A1
Date: Feb 04, 2009
Firmware Version: ver1.00b08 

Firmware Date: Wed, 04, Feb, 2008 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0095, Date: Fri, 9, Jan, 2009 

Application: 2.0, Build: 0771, Date: Wed, 4, Feb, 2009 

WLAN Version: ap83-7.1.3.71, Build: 0010, Date: Fri, 23, Jan, 2009 

CheckSum: 0x6DFCE1F
Problems Resolved:

Enhancements:
1.Fixed config in log setting, then click "Apply" button, the config couldn't be saved.

2.Fixed Apply button cannot work on FireFox3 Wireless Security/Log Setting.

3.Fixed after wireless page click apply button ,status page can't to show.
4. Fixed select share key can't disable WPS on wireless_auth.asp
Firmware: v1.00.07
Hardware: A1
Date: Jan 16, 2009
Firmware Version: ver1.00b07 

Firmware Date: Fri, 16, Jan, 2008 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0095, Date: Fri, 9, Jan, 2009 

Application: 2.0, Build: 0683, Date: Mon, 5, Jan, 2009 

WLAN Version: ap83-7.1.3.67, Build: 0009, Date: Wed, 17, Dec, 2008 

CheckSum: 0x0761E832
Problems Resolved:

Enhancements:
1.Fixed select changed security to WEP OPEN / Shared Key in any Key, then click "Apply" button, the config couldn't be saved on wireless_auth.asp

2.Fixed config in log setting, then click "Apply" button, the config couldn't be saved.
Firmware: v1.00.06
Hardware: A1
Date: Jan 12, 2009
Firmware Version: ver1.00b06 

Firmware Date: Tue, 13, Jan, 2008 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0095, Date: Fri, 9, Jan, 2009 

Application: 2.0, Build: 0683, Date: Mon, 5, Jan, 2009 

WLAN Version: ap83-7.1.3.67, Build: 0009, Date: Wed, 17, Dec, 2008 

CheckSum: 0x07635C6D
Problems Resolved:

Enhancements:
1. Fixed select WEP key to Key2~4, then click "Apply" button, the config couldn't be saved on wireless_auth.asp

2. Fixed select changed security to WEP OPEN / Shared Key in any Key, then click "Apply" button, the config couldn't be saved on wireless_auth.asp

3. Fixed setting the static DHCP, and type "ipconfig /release" then type "ipconfig /renew" in client PC, the IP address which we setting, couldn't be offered to client PC.

4. Fixed config in log setting, then click "Apply" button, the config couldn't be saved.

5. Fixed Wizzard password page back button issue
Firmware: v1.00.05
Hardware: A1
Date: Jan 05, 2009
Firmware Version: ver1.00b05 
Firmware Date: Mon, 05, Jan, 2008 
KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0094, Date: Wed, 3, Dec, 2008 
Application: 2.0, Build: 0683, Date: Mon, 5, Jan, 2009 
WLAN Version: ap83-7.1.3.67, Build: 0009, Date: Wed, 17, Dec, 2008 
CheckSum: 0x075A554D
Problems Resolved:

Enhancements:

1.Fixed Wizzard password page back button issue

2.Fixed can't setting the same trigger port issue in special AP page

3.Fixed After disabled WPS, then setting security to WPA-EAP / WPA2-EAP / WPA-Auto / EAP, WPS warning message shouldn't be displayed.

4.Fixed changed security to WPA-PSK or none security, and enable WPS, the warning message shouldn't be displayed.

5.Fixed Suggest to removed the blank string for firmware information, and the word for router up time should be modified.

6.Fixed After setting MAC address in MAC filter, the list couldn't be modified. In TEW-632BRP, this field could be modified.

7.add E-mail log full or on schedule, and syslog server should be added on log setting GUI

8.Fixed Suggest to removed the blank field in log GUI

9.Fixed Follow the customer specification, the date information of firmware on "status -> Device Information" should be removed.

10.Fixed Test with Firefox v3.0.5, after setting Static DHCP then click "Add" button, the GUI didn't respond for the setting.

11.Fixed After setting wireless security to WPA / WPA2, then changed to WEP or None security, the GUI still display WPA / WPA2 fields
12. When setting wireless security as WEP Open / Key 2-4, the WPS warning message should be displayed.
Firmware: v1.00.04
Hardware: A1
Date: Dec 15, 2008
Firmware Version: ver1.00b04

Firmware Date: Mon, 15, Oct, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0094, Date: Wed, 3, Dec, 2008

Application: 2.0, Build: 0632, Date: Mon, 15, Dec, 2008

WLAN Version: ap83-7.1.3.67, Build: 0008, Date: Fri, 12, Dec, 2008

CheckSum: 0x075AE97B  
Problems Resolved:

Enhancements:

1.change default ssid

2.change wan_russia_l2tp.asp

3.add some help information

4.help button link error position on firewall_setting.asp
5.Fixed wan_russia_pptp.asp Dynamic & static IP option error position  

6.Fixed wan_pptp.asp Dynamic & static IP option error position

7.Fixed lan.asp page error position

8.Fixed wizard5a.asp page width issue

9.Fixed status.asp don't show Firmware date

10.Fixed DMZ.asp help button not to act
Firmware: v1.00.03

Hardware: A1
Date: Nov 07, 2008
Firmware Version: ver1.00b03 
Firmware Date: Fri, 07, Nov, 2008 
KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0091, Date: Wed, 28, Oct, 2008 
Application: 2.0, Build: 0555, Date: Fri, 7, Nov, 2008 
WLAN Version: ap83-7.1.3.58, Build: 0007, Date: Thu, 4, Sep, 2008
CheckSum: 0x075AD269
Problems Resolved:

Enhancements:

1.Fixed:Authentication and To Email Address not restore configuration setting on Log Setting.
2.Fixed:Null User Name can be saved at PPPoE/Russia PPPoE.

3.Fixed:Page Issue:


a.Title error at Wireless Security.


b.Title error at Firewall Setting.


c.Word error at filter.


d.Title error at PIN countdown page.


e.PIN cannot countdown.
Firmware: v1.00 Build: 0002

Hardware: A1
Date: Oct 30, 2008
Firmware Version: ver1.00b02 

Firmware Date: Thu, 30, Oct, 2008 

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0090, Date: Fri, 3, Oct, 2008 

Application: 2.0, Build: 0545, Date: Wed, 29, Oct, 2008 

WLAN Version: ap83-7.1.3.58, Build: 0007, Date: Thu, 4, Sep, 2008 

CheckSum: 0x076A76E0
Problems Resolved:

Enhancements:

1.Fixed:Choose Time Zone auto choose first option at present GMT settings.

2.Fixed page issue in Set Russia PPPoE wizard page.

3.Fixed:Click Back button on Set Wireless LAN Connection page, not return preceding page.

4.Fixed:Display Name & IP error at Dynamic DHCP list.

5.Fixed:MPPE Enable is Fail at Russia L2TP.
6.Fixed:Help page issue:Protocol Filter page issue.WPS page link issue.

7.Fixed Port Range rule issue at Filter/Specil AP. Front port greater then back prot can save.

8.Change New UI background.

Firmware: v1.00 Build: 0001

Hardware: A1
Date: Aug 02, 2008
Firmware Version: ver1.00b01 

Firmware Date: Thu, 2, Aug, 2008  

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0088, Date: Wed, 10, Sep, 2008 

Application: 2.0, Build: 0504, Date: Tuu, 25, Sep, 2008 

WLAN Version: ap83-7.1.3.58, Build: 0007, Date: Thu, 4, Sep, 2008 

CheckSum: 0x076A566D
Problems Resolved:

Enhancements:

1. First release
Default IP: 192.168.10.1

DHCP IP Range: Start=192.168.10.101

End=192.168.10.200
2. Add DHCP Reservation.






