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Pycckum UG

1. MoaroroBKka K MOHTAaXYy

MpoBepbTe KOMNNEKTHOCTDb
y6€,D,VITer B TOM, YTO B Kopo6|<e BCe UMEeETCHd B Hann4uu:

s

TK-200K/TK-400K PyKkoBoACTBO nonb3osatens

2-noptoBbii TK-200K unu 4-noptoBbin TK-400K PS/2 KVM-
KOMMYyTaTop COBMECTUM MPaKTUYECKM C NHOObIM KOMMBIOTEPOM U
onepaumoHHo cuctemon. NMoHagobuTcs TonbKo oauH MOHUTOP,
opHa PS/2 knaematypa 1 PS/2 mbiwb.



2. BBegeHue

TK-200K/TK-400K ato PS/2 KVM-kommyTaTop, NO3BONALLMIA YNpaBAsTh
paboTon 2-x Unu 4-x KOMMbOTEPOB COOTBETCTBEHHO C MOMOLL|IO OIHOMO
MoHuTopa, PS/2 knasuatypbl u PS/2 mbiwm. Bnarogaps KVM-kommyTtatopy
CHIKAIOTCS 3aTpaThbl Ha 3KCMnyaTaumio 1 Texobcnyxneanue, notpebneqve
3Heprum, 3 deKTMBHO 1cnonb3ayeTcst paboyee npocTpaHcTeo. [Ang yaobeTsa
KVM kabenw BKMtoYeHbl B KOMMIIEKT.

AnnapatHas nogaepxka

kommyTaTop TK-200K/TK-400K KVM coBmecTum npakTnyecku ¢ ntoboin PS/2
MbILLbHO, BKMtodas Microsoft Intellimouse, Microsoft Optical Mouse u Logitech
Net Mouse.

MporpammHas nogaepxka

kommyTaTop TK-200K/TK-400K KVM He TpebyeT ycTaHOBKM ApaitBEPOB UM
nporpamm. OH COBMECTUM CO CREAYIOLLMMM ONePaLMOHHbIMW CUCTEMAMU:
Windows 98/ME/2000/XP/2003 Server, Linux n Netware.

Plug-N-Play n Hot-Pluggable

kommyTaTop TK-200K/TK-400K KVM nogkntodaeTcs k KoMnbloTepam Yepes
nHTepdenc PS/2, yto noasonseT ¢ ynobCTBOM CNONb30BaTh
yHKLMOHanbHOCTL Plug-and-Play 1 BO3MOXHOCTb NOAKMOYeHs Bes
BbIKITIOYEHNS CUCTEMbI.

Krnonku nepep.Heﬁ naHenn n Ha3Ha4eHHble KnaBun
Nepekn4YeHne mexay KomnbrTepamm 6bICTp0 1 Nerko ocCyLecTendaeTcsd ¢
NOMOLL|bHO KHOMOK nepep,Helh naHenun N Ha3Ha4yeHHbIX KnaBuLL.

Brarogapst nonHOGyHKUMOHANbHBIM BO3MOXHOCTSIM, 3aM0XEHHBIM B MOAYb
kommyTaTopa TK-200K/TK-400K KVM komnanum TRENDnNet, no3sonstowmii
3HauNTenNbHO BbicBOBOANTL paboyee NpocTpaHCTBO, Bbl monyyaete
naearnsHoe peLleHve npu pabote foma unu B ogonce.



1. OTkntoumTe 06a KoMNboTEPa M UX NepudepUItHBIE YCTPOICTBA,
OTCOEANHUTE OT CETEBOTO UCTOYHWMKA BCE CETEBLIE Kabenu.

2. [MpnCoeanHNTE COBMECTHO UCTMOMb3YEMYHO KNaBnaTypy, MOHUTOP U MblLUb K
cooTBeTCTBYloLWMM nopTam Ha KVM-kommyTaTtope. [1ns HarnsgHocTv BXxogbl
Ha KVM-koMMmyTaTope NMEKT LIBETOBYIO pa3MeTKy.

3. MpucoenuHuTE Kaxablil KOMIEKT UCTONb3yeMbix B cucteme kabenei KVM
K pasbemam nepeaayn BuaeocurHanos, PS/2, 1 MbiLLm kaxagoro
KoMmbtoTepa.

4. BkntounTe npucoemHEHHbIE KOMMbIOTEPBI. [1ocne NoMHOM 3arpysku
KOMMbIOTEPOB MOXHO NPUCTYNUTB K akcnnyatauuu KVM-kommyTaTopa.

MoHTax 3aBepLueH.
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MpumeyaHue: Bo Bpems 3arpy3ku KOMMbIOTEPOB HEMb3s NEPeKoYaTh
noptsl MK (T.e. HaxumaTb Ha kHomku KVM-kommyTaTopa unm nogasathb

KOMaHAdbl Ha3Ha4eHHbIMU K.I'IaBVILLlaMVI).
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4. YnpasneHue

[Ons NEPEKITYEHNA OT KOMMbKTEPA K KOMMbIOTEPY I/ICﬂOJ'Ib3yl7ITe KHOMKK
nepe,quPl NnaHesnm nnn HasHa4yeHHble KnaBuLLIn.

Ha3HaveHHbIe KnaBuwm
KomaHgbl ¢ KnaBunaTypbl NOA4AKTCA C NMOMOLLbHO KOM6VIHaLI|I/IVI TPeX KnaBuLL:

Komanpga = ScrLk + ScrLk + ynpasnstowas knasuwa

lMocre HaxaTus Ha knasuwy Scrlk ycneite HaxaTtb Ha ScrLk onsTb B TeveHue
2-X cekyHa. OnsTb B TEYEHUe 2-X CeKyHL YCnenTe HaxaTb Ha YnpaBnsioLLyto
knasuwy. Ecnu He HaxaTb Ha KnaBuLLy B TEYEHUE 2-X CEKYHA, PEXIM
WCMOMb30BAHMS Ha3HAYEHHbIX KIaBWLL B KOMMYTATOPE OTKITIOUUTCS.

anIBOD,VIM HWxe HeoOXoaNUMbIE KOMaHAb! ANSt Ha3HAYeHHbIX KNaBHLL:

[ ScrLk ]+ [ ScrLk ]+ [ = ]= Mpeablgywmn kaHan

[ ScrLk ]+ [ ScrLk ]+ [ S = ]: CnepytoLuin kaHan

[ ScrLk ]+ [ ScrLk ]+ [ S ]= Auto Scan

B pexvme nogayum koMaHA HasHa4YeHHbIMM KNaBuLLAMI KITaBULLEN CTPEIKN
BBEPX BbIOMPAETCS NpeablayLLMiA NOPT, BHU3 CreayHoLLMi NopT, a KnasuLLen
“S” KVM-kommyTaTop nepekntoyaeTcs B pexum Auto-Scan.



Specifications

Computer Connections: 2 (TK-200K) or 4 (TK-400K)

. TK-200K: 2 sets of integrated 1.2 M (4 ft) KVM Cables
KVM Cable: TK-400K: 4 sefs of integrated 1.8 M (6 ft) KVM Cables

1 x PS/2 keyboard 6-pin mini din female
Console Port Connectors: 1 x PS/2 mouse 6-pin mini din female
1 x VGA HDB15 (15-pin) female

2 x PS/2 keyboard 6-pin mini din female (TK-200K)
2 x PS/2 mouse 6-pin mini din female (TK-200K)

: 2 x VGA HDB15 (15-pin) female (TK-200K)

PC Port Connectors: 4 x PS/2 keyboard 6-pin mini din female (TK-400K)
4 x PS/2 mouse 6-pin mini din female (TK-400K)

4 x VGA HDB15 (15-pin) female (TK-400K)

VGA Resolution: 1920 x 1440
Port Selection: Push Button and Hot-Key Commands
Auto-Scan Intervals: 10 seconds

PS/2 Interface Power.
Optional 5V~9V DC, 500mA~1A Adapter

TK-200K: 113 x 84 x 31 mm
. L (4.45x 3.31 x 1.22 inches)
Dimensions: TK-400K: 192 x 81 x 31 mm
(7.5x3.2x 1.2 inches)

Approx. 155g. (5.5 0z.) (TK-200K)

Power Type:

Reekh: Approx. 240g. (8.5 Oz.) (TK-400K)
Operating Temperature: 0°~40°C (32° ~104° F)

Storage Temperature: -20° ~ 60°C (-4° ~ 140°F)
Humidity: 0%~90%, Non-Condensing
Certifications: FCC and CE




Troubleshooting

Q1: Where is the power supply? | did not find one in the box.
A1: The TK-200K/TK-400K does not require a power supply. It draws power from
the PS/2 connection of your computers. As long as you are connected to the PS/2
port, your KVM switch will function.

Q2: Can | connect and disconnect the PS/2 cables while the computers are turned
on?
A2: Yes, you can connect or disconnect the PS/2 cables while the computers are
turned on because the KVM switch is Plug-and-Play and Hot-Pluggable.

Q3: Will the KVM switch restore the keyboard settings when switching between
computers?
A3: Yes, the KVM switch will restore the keyboard settings between computers
such as Cap lock, Num key, etc.

Q4: How do | switch from one computer to another with the KVM switch?
Ad4: You can switch PCs by pressing the Push button on the KVM switch or by
using the Hot-Key commands. For a complete listing of the Hot-Key commands,
see the reverse-side of this page.

If you have further questions, please contact Trendware's Technical Support
Department.

Certifications

This equipment has been tested and found to comply with FCC and CE Rules.
Operation is subject to the following two conditions:

(1) This device may not cause harmful interference.
(2) This device must accept any interference received.
Including interference that may cause undesired operation.

NOTE: THE MANUFACTURER IS NOT RESPONSIBLE FOR ANY RADIO OR TV
INTERFERENCE CAUSED BY UNAUTHORIZED MODIFICATIONS TO THIS
EQUIPMENT. SUCH MODIFICATIONS COULD VOID THE USER'S AUTHORITY TO
OPERATE THE EQUIPMENT.
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Product Warranty Registration

Please take a moment to register your product online.
Go to TRENDware’s website at http://www.TRENDNET.com

TRENDnet Technical Support

US/Canada Support Center European Support Center

Contact Contact
Telephone: 1(310) 626-6252 Telephone
Fax: 1(310) 626-6267 Deutsch : +49 (0) 6331/ 268-460
Email: support@trendnet.com Frangais : +49 (0) 6331/ 268-461
Espafiol : +49 (0) 6331/ 268-462
Tech Support Hours , English : +49 (0) 6331/ 268-463
7:30am - 6:Q0pm Pacific Standard Time ltaliano : +49 (0) 6331/ 268-464
Monday - Friday :
Dutch  : +49 (0) 6331/ 268-465
Fax: +49 (0) 6331 / 268-466
Tech Support Hours
8:00am - 6:00pm Middle European Time
Monday - Friday

TRENDware International, Inc.
3135 Kashiwa Street. Torrance, CA 90505

http://www.TRENDNET.com )
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