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?Áåñïðîâîäíîé ìàðøðóòèçàòîð èëè áåñïðîâîäíàÿ òî÷êà äîñòóïà 

(TV-IP100W-N)

?

?

?

?

Ethernet 10/100 Ìáèò/ñ

ÖÏ: 1 ÃÃö èëè âûøå

Ïàìÿòü: 256 ÌÁ èëè áîëåå/ 512ÌÁ èëè áîëåå (Windows Vista)

Ðàçðåøåíèå VGA: 800 x 600 èëè áîëüøå

Âåá-áðàóçåð: Microsoft Internet Explorer 6.0 èëè âûøå

Ðóññêèé

  1. ×òî íóæíî ñäåëàòü â ñàìîì íà÷àëå

Ñîäåðæèìîå óïàêîâêè

?

?

?

?1 îòäåëÿåìàÿ àíòåííà, 2dBi
(TV-IP100W-N

?
(5V, 2.5A)

?Êðåïåæíàÿ ñòîéêà äëÿ     

 êàìåðû

TV-IP110/TV-IP110W

CD-ROM-äèñê ñî ñëóæåáíîé 
ïðîãðàììîé

Ðóêîâîäñòâî ïî áûñòðîé 
óñòàíîâêå

)

Àäàïòåð èñòî÷íèêà ïèòàíèÿ
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Wireless N Gigabit Router
(TEW-633GR)
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Internet

Parking Monitoring
(TV-IP100W-N)

Warehouse Monitoring
(TV-IP100W-N)

Office Monitoring
(TV-IP100-N)

Front Gate 
(TV-IP100-N)

Monitoring

Office Monitoring
(TV-IP100-N)

Parking Monitoring
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Wireless N Gigabit Router
(TEW-633GR)

Cable/DSL Modem

Internet

Front Gate Monitoring
(TV-IP100-N)

Warehouse
(TV-IP100W-N)

 Monitoring

Ïðèìåíåíèå

Ðóññêèé
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Ðóññêèé

  2. Óñòàíîâêà îáîðóäîâàíèÿ 

2. Ïðèêðåïèòå Antenna. 
    (TV-IP100W-N)

3. Ïîäêëþ÷èòå àäàïòåð ïèòàíèÿ ê 
Èíòåðíåò êàìåðå-ñåðâåðó è 
çàòåì ê ñåòåâîé ðîçåòêå.

4. Óáåäèòåñü â òîì, ÷òî ÑÈÄû 
Power è Link ãîðÿò.

1. Ïðèñîåäèíèòå ñåòåâîé êàáåëü              
RJ-45 îò êîììóòàòîðà/
ìàðøðóòèçàòîðà ê ïîðòó                       
Ethernet èíòåðíåò-êàìåðû.
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Ðóññêèé

  3. Êîíôèãóðàöèÿ èíòåðíåò-êàìåðû

Ïðèìå÷àíèå: ðåêîìåíäóåòñÿ íàñòðîèòü êîíôèãóðàöèþ èíòåðíåò-êàìåðû ñ 
ïîìîùüþ êîìïüþòåðà, ïîäêëþ÷åííîãî ñ ïîìîùüþ ïðîâîäîâ.  Ïîñêîëüêó ó 
èíòåðíåò-êàìåðû IP-àäðåñ ïî óìîë÷àíèþ - 192.168.10.30 íóæíî óáåäèòüñÿ 
â òîì, ÷òî IP-àäðåñ 192.168.10.30 íå ïðèñâîåí äðóãèì ñåòåâûì 
óñòðîéñòâàì.

4. Âûáåðèòå Èíòåðíåò-êàìåðó è 
íàæìèòå íà êíîïêó Wizard.

Ïîëüçîâàòåëÿì Windows

1. Âñòàâüòå êîìïàêò-äèñê ñ 
óòèëèòîé â äèñêîâîä CD-ROM è 
íàæìèòå íà  Setup Wizard.

2. Ñëåäóéòå óêàçàíèÿì èç Ìàñòåðà 
óñòàíîâêè è çàòåì íàæìèòå íà 
êíîïêó Îòäåëêà.

3. Ïåðåéäèòå Ïóñê > Ïðîãðàììû > 
TRENDnet > IPSetup è íàæìèòå 
íà Setup Wizard.
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Ðóññêèé

5. Ââåäèòå èäåíòèôèêàòîð 
àäìèíèñòðàòîðà è ïàðîëü, çàòåì 
íàæìèòå íà êíîïêó OK.  Ïî 
óìîë÷àíèþ:

    Èäåíò. àäìèí-ðà: admin
    Ïàðîëü:   admin

Åñëè íóæíî èçìåíèòü 
èäåíòèôèêàòîð àäìèíèñòðàòîðà 
è ïàðîëü, íàæìèòå íà êíîïêó 
Èçìåíèòü, ââåäèòå íîâûé 
èäåíòèôèêàòîð è íîâûé ïàðîëü 
è ïîäòâåðäèòå èõ.

     Íàæìèòå íà ñòðåëêó «âïðàâî».

6. Íàæìèòå íà ñòðåëêó «âïðàâî».  
Åñëè ó âàñ óñòðîéñòâî TV-IP100-
N, ïåðåéäèòå ê øàãó 9. Åñëè ó âàñ 
óñòðîéñòâî the TV-IP100W-N, 
ïåðåéäèòå ê øàãó 7.

7. Óêàæèòå èìÿ ñâîåé 
áåñïðîâîäíîé ñåòè (SSID).  Åñëè 
â áåñïðîâîäíîé ñåòè âêëþ÷åíî 
øèôðîâàíèå, âûáåðèòå íóæíûé 
ðåæèì áåçîïàñíîñòè.  Åñëè â 
áåñïðîâîäíîé ñåòè âêëþ÷åíî 
øèôðîâàíèå WEP, âûáåðèòå 
Îòêðûòàÿ, Ñîâìåñòíî 
èñïîëüçóåìàÿ èëè Îáà 
âàðèàíòà.  Íàæìèòå íà ñòðåëêó 
«âïðàâî».

    Åñëè øèôðîâàíèå íå âêëþ÷åíî,  
    ïåðåéäèòå ê øàãó 9.
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Ðóññêèé

9. Ñêîïèðóéòå IP-àäðåñ.  Çàòåì 
íàæìèòå íà êíîïêó ïåðåçàãðóçêè 
äëÿ ñîõðàíåíèÿ íàñòðîåê.

10. ?âîéíûì ùåë÷êîì âûáåðèòå 
  Èíòåðíåò-êàìåðó äëÿ äîñòóïà ê 
  êîíôèãóðàöèè â áðàóçåðå.

8. Åñëè ìåòîä WEP â áåñïðîâîäíîé 
ñåòè âêëþ÷åí, âûáåðèòå ðåæèì 
øèôðîâàíèÿ (íàïð., 64-òè, 128-
ðàçðÿäíûé), ôîðìàò êëþ÷à 
(íàïð., Hex, ASCII) è êëþ÷ ïî 
óìîë÷àíèþ (íàïð., Key_1, 
Key_2, Key_3, Key_4).  Çàòåì 
ââåäèòå êëþ÷ øèôðîâàíèÿ â 
ïîëå Key1, Key2, Key3 èëè Key 4.  
Çàòåì íàæìèòå «âïðàâî».

Åñëè â áåñïðîâîäíîé ñåòè 
âêëþ÷åí ìåòîä WPA, ââåäèòå 
êëþ÷ øèôðîâàíèÿ â ïîëå Îáùèé 
êëþ÷ è íàæìèòå íà êíîïêó 
«âïðàâî» äëÿ ïðîäîëæåíèÿ.

    Ïðèìå÷àíèå: åñëè êëþ÷ 
øèôðîâàíèÿ íå èçâåñòåí, 
îáðàòèòåñü ê ñåòåâîìó 
àäìèíèñòðàòîðó çà èíôîðìàöèåé.
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Ðóññêèé

11. Óáåäèòåñü â òîì, ÷òî ÑÈÄû 
  Power è Link ãîðÿò. 

12. Â Ìàñòåðå íàñòðîéêè âûáåðèòå 
  Ñâÿçü.

13. Âûáåðèòå View Video | Active X 
  or View Video | Java.

14. Åñëè âû âûáðàëè Ïðîñìîòð 
  âèäåî | Active X, ïðàâîé 

      êíîïêîé ìûøè âûáåðèòå 
      Óïðàâëåíèå Active X.

Ïðèìå÷àíèå: óñòðîéñòâî TV-IP100W-N íå áóäåò ïðîèçâîäèòü 
áåñïðîâîäíîå ïîäêëþ÷åíèå äî òåõ ïîð, ïîêà íå áóäåò îòñîåäèíåí êàáåëü 
Ethernet îò çàäíåé ïàíåëè êàìåðû.
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Ðóññêèé

15. Âûáåðèòå Install.

Ïðèìå÷àíèå: ïîäðîáíóþ èíôîðìàöèþ î êîíôèãóðàöèè óñòðîéñòâà
TV-IP100-N/IP100W-N è åãî äîïîëíèòåëüíûõ íàñòðîéêàõ ìîæíî ïîëó÷èòü 
â ðàçäåëå Óñòðàíåíèå íåèñïðàâíîñòåé èç ðóêîâîäñòâà ïîëüçîâàòåëÿ íà 
êîìïàêò-äèñêå èëè íà âåá-ñàéòå TRENDnet ïî àäðåñó 
http://www.trendnet.com.

 
 



Q1:
A1:

Q2:
A2:

Q3: 

A3:

Q4:
A4: 

Q5:

A5:

Q6: 
A6:

The setup wizard is unable to detect my camera.  What should I do?
First, verify that you have followed all the steps in the Section 2: Hardware Installation.  

    Second, disable any software firewall programs such as ZoneAlarm or Norton Internet 
Security.  If you are using Windows XP or Windows Vista, disable the built in firewall.  Third, 
click on Search in the setup wizard.

When I click on View Image | Active X mode or View Image | Java Mode, the image does 
not load.  What should I do?

First, make sure that you are using a browser that supports Active X or Java.  Second, 
make sure that Active X or Java is installed and enabled.   

How do I connect the TV-IP100W-N  to my wireless router or access point?
Make sure that you configure the camera to have the same SSID, encryption mode and 

key (if enabled).  Follow the instructions in section 2 to configure the camera with the SSID 
and encryption key.

After I successfully configured the TV-IP100W-N to match my wireless network settings, 
I can not connect to the camera.

First, verify that the wireless settings match your wireless network settings.  Second, 
verify in the wireless section of the browser configuration that the Enable option is checked.  
Third, make sure to disconnect the Ethernet cable from the camera and verify that the LINK 
LED is blinking red.

I setup a password on the camera, but I forgot it.  What should I do?
Take a pin or paperclip and press the reset button on the back of the unit for 15 seconds.  

This will return settings back to factory defaults.  The default IP address is 192.168.10.30.  
By default, the  Admin ID and Password is admin.

If you still encounter problems or have any questions regarding the TV-IP100-N/TV-IP100W-N, 
please contact TRENDnet’s Technical Support Department.

    

The Image is blurry.  How can I adjust the focus on the Internet camera?
You can adjust the Internet Camera’s focus by rotating the lens.
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Certifications
This equipment has been tested and found to comply with FCC and CE Rules.  
Operation is subject to the following two conditions:
(1) This device may not cause harmful interference.
(2) This device must accept any interference received. Including interference that may 
cause undesired operation. 

NOTE: THE MANUFACTURER IS NOT RESPONSIBLE FOR ANY RADIO OR TV 
INTERFERENCE CAUSED BY UNAUTHORIZED MODIFICATIONS TO THIS 
EQUIPMENT.  SUCH MODIFICATIONS COULD VOID THE USER’S AUTHORITY TO 
OPERATE THE EQUIPMENT.

Waste electrical and electronic products must not 
be disposed of with household waste.  Please 
recycle where facilities exist.  Check with you Local 
Authority or Retailer for recycling advice.

ADVERTENCIA
En todos nuestros equipos se mencionan claramente las caracteristicas del adaptador de 
alimentacón necesario para su funcionamiento.  El uso de un adaptador distinto al 
mencionado puede producir daños fisicos y/o daños al equipo conectado.  El adaptador 
de alimentación debe operar con voltaje y frecuencia de la energia electrica domiciliaria 
existente en el pais o zona de instalación.



Copyright ©2008. All Rights Reserved. TRENDnet.  

20675 Manhattan Place
Torrance, CA 90501
USA

Product Warranty Registration
Please take a moment to register your product online.   
Go to TRENDnet’s website at http://www.trendnet.com/register

TRENDnet Technical Support

US   Canada  

24/7 Tech Support 

Toll Free Telephone: 1(866) 845-3673

Europe (Germany    France   Italy   Spain   Switzerland   UK) 

English/Espanol - 24/7

English/Espanol - 24/7

Worldwide

Telephone: +(31) (0) 20 504 05 35 

Toll Free Telephone: +00800 60 76 76 67

.
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