Firmware Upgrade Procedures
1. Unzipped the firmware file to your PC
2. Go to camera’s configuration page (default IP is 192.168.10.30) directly via browser or using Setup Wizard to link. Enter user name and password when prompted.
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3. It is required to perform a factory reset procedure after loading the firmware to ensure the changes are taken correctly. Before doing so, it is recommend to save your settings by going to System/Backup and Restore section and click on Save Configuration and after firmware upgrade is loaded and unit is reset, go back to restore the saved configuration file (Load From Local HD).

4. Navigate to the System/Firmware Upgrade section and browse to the firmware file and click Upload. After upgrade is complete, please perform a factory reset.
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5. Firmware upgrade complete.
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Select Your Camera

Please select a camera inthe camera list then click "Next" or try link it with web browser. If you can't
find specified camera, please check your camera’s wire link then click "Re-scan" again

Name 1P Address Model MAC
TVIP100W-N 192.168.1.186  TVAP100W-N  0014D1786E74
TVAPS0OW 192.168.1.191  TVAPGOOW  0OFF11223344
TVP40OW 192.168.1.222  TVAP400W  0014D1BAE3BC
TVIP201W 192168.1.212  TVAP201W  0014D1782FAS
TVIP301W 192168.1211  TVAP301W  0014D1783CA0
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