How do | add a Camera to the TRENDnetVIEW Pro
software?

After the camera has been configured and set up on your network you will use TRENDnetVIEW Pro
Software to record motion detected video. Please click Install TRENDnetVIEW Pro Software from the
CD.

@ TD\EﬂDﬂET Select your language:

Install Camera

Install TRENDnetVIEW Pro Software
Quick Installation Guide

User’s Guide

Product How-Tos

Product Registration

TV-IPE62WI

After you install TRENDnetVIEW Pro, start it by clicking on the short cut on your desktop.

TRENDnetVIEW Pro
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1. Click on the desktop icon on the tool bar and select Add, configure or delete camera

device option

wl- TRENDnetVIEW Pro - C:\Program Files\TRENDN...\Local TRENDnetVIEW Pro Connection.ixd*

Fie View Server Video Took Help

Structure X

@1 Console Root
= B servers
= F [admin@localhost]
Video
) Archive
Layouts
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7| Add a new connection to the TRENDRetVIEW
l n i \figw or modify server connection properties...

i Create, configure or delete server user and permissions...
Add, configure or delete camera device...
Configure export of video frames....

) Open server's archive...

Manage server watchdog settings...

View or modify server recording properties...

View or modify server communication properties...

Server...

Automatically discover network video devices and connect them to the server...
Backup server's archive data...

Configure server's events...

Report cameras' status...

Start or Stop Server Services and Applications

[2] Submit a problem report to the TRENDNetVIEW Pro technical support teal

A% B

Events

[12/19/2013 10:
[12/19/2013 10:

[12/19/2013 10:40:59 AM] Application:
106 AM] Application: Trying to connect to server localhost as admin...

:06 AM] Application: Successfully connected to server [admin@localhost]

[12/19/2013 10:41:06 AM] Application: Server [admin@localhost] time 12/19/2013 10:41:06 AM (GMT -0800)

Failed to connect to server localhost: Operation unavailable

Ready

[E1de y

2. Click Next.

Camera Setup Wizard min@localhost]

Camera Setup

This wizard will guide you through the process of setting up
camera. Youwill be able to add, configure orremove cameraona
server you are connected to.

[~ Skip introduction page nexttime

To continue, press Next.

< Back I Mext > I Cancel
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3. Select your Network Adapter then Next.

Camera Setup Wizard - [admin@localhost]

X|
Camera choice
Select one or more devices to setup

Use the list below to select one or more devices, which you would like to setup. Press Nextto proceed
with setup.

Title Device Name
Add New Devices

Network Devices (IP Camera, Video Server) Media Source

Copy to Clipboard

<Back I Mext = I Cancel

4. Enter your camera’s model name or any name you might want to and click on Properties
button

Camera Setup Wizard - [admin@localhost] B _&I
Camera device properties
Setup camera device properties

Please configure the device and setup video device options. Click Nextto proceed then.

Device title:
ITV—IP682WI
Properties... I This allows to tune device specific properties. Note that changes ofthe
options have effectimmediately.
Delete The device is dynamic and can be deleted!

[~ Device is disabled on server, no data grabbing happens
[~ Device outputis hidden, not listed as available

<Back I Next > I Cancel
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5. Select TRENDnet model (In example, we use TV-IP662WI) and hit OK.

Model |External PTZ Control | Audio | Dewarp |

Please choose device vendor and model and press Apply to show

additional property pages.

Manufacturer

Model [4]

TRENDnet

B TV-IP572PI

G TV-IP572W

@ TV-IP572WI

@ TV-IP600

& TV-IPE0OW

Gy TV-IPE02WN

B TV-IP612P J
G TV-IP612WN

G TV-IPESTW

G TV-IPE5TIWI

@ TV-IP662PI

& TV-IP672P

G TV-IP672PI :J

OK | Cancel | Apply I

x|

6. The Properties window appears, click on Access tab and enter your camera’s IP, port

and password information (In example, the camera has a static IP address with an

assigned port number; please set the static IP and assigned port on the camera prior to

adjust setting on the TRENDnetVIEW Pro) and hit OK.

x|

Audio I Events | Model | External PTZ Control | Dewarp
Access | Video Input | Video Configuration | Frame Adjustments

—Device Access Settings

Network Host Name or IP Address: Port
|192.168.1D.50 30 (i)
User Name: Password:

(1111111}

Iadmin

Ping Device Open Device in Browser

{F Note thatit may be necessary to configure additional port numbers
~ (including configuring them on router, firewall and/or NAT)
depending on camera model and access method

0K I Cancel Apply
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Here is an example to set the static IP and assigned port on your camera, or refer more
details with your router user’s guide:

TRENDNET

IPv4 Settings
' DHCP Connection

Megapixel Wireless Day,/Night Pan/ Tilt Camera

 Static IP Address
IPv4 Address
Subnet Mask
Deefault Gateway (Router)
Primary DMNS
Optional Secondary DNS

Optional Search Domain

182.165.10.50
255.250.255.0
182.168.10.1

T FProE
IPvE Settings

& DHCP Connection
' Static IP Address
SETTINGS

HTTP Port

RTSP Port 4

UPnP

F upnp

I~ UPnP Fon Forward
Apple

= Bonjowr

TVPEB2WI

Copyright © 2013 TRENDnet. All Rights Reserved.

7. And click Next on the Camera Setup Wizard.

Can Setup Wizard

- [admin@localhost]

Camera device properties
Setup camera device properties

Please configure the device and setup video device options. Click Nextto proceed then.

Device title:
ITV-IP662WI
Properties... | This allows to tune device specific properties. Note that changes of the
options have effectimmediately.
Delete The device s dynamic and can be deleted

[~ Device is disabled on server, no data grabbing happens
[~ Device outputis hidden, not listed as available

<Back

| Next > I

Cancel
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8. And follow the wizard instructions and then click Finish. (For schedule/motion detection

recording settings, please refer to TRENDnetVIEW Pro User’s Guide for configuration
details)

Camera Setup Wizard - [admin@localhost]

X|
Wizard Completed

The wizard has completed camera configuration: 1 succeeded.

[~ Continue with setting up another camera

To close wizard, press Finish.

< Back I Finish I Cancel

9. Camera is added and shown in the viewing panel

R TRENDnetVIEW Pro - C:\Prog...\Local TRENDnetVIEW Pro Connection.bxd*

J File View Server Video Tools

|
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Structure

@4 Console Root
B Servers
= [admin@localhost]
24 Video
G TV-PEE2WI
) Archive
B Layouts

Events X
[12/20/2013 12:55:08 PM] Application: Failed to connect to server localhost: Operation unavailable i’
[12/20/2013 12:55:17 PM] Application i

: Trying to connect to server localhost as admin...
[12/20/2013 12:55:17 PM] Application: Successfully connected to server [admin@localhost]
[12/20/2013 12:55:17 PM] Application:

: Server [admin@localhost] time 12/20/2013 12:55:17 PM (GMT -0800)
Ready

=l 1dee

For other advanced features in TRENDnetVIEW Pro software, please refer to the
TRENDnetVIEW Pro User’s Guide on the CD.
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