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TEW-805UB

Product Overview

TEW-805UB

Package Contents

In addition to your wireless adapter, the package includes:
e TEW-805UB
e CD-ROM (Utility & Driver)
e Multi-Language Quick Installation Guide

If any package contents are missing or damaged, please contact the retail store, online
retailer, or reseller/distributor from which the product was purchased.

Features

TRENDnet's AC1200 Dual Band Wireless USB Adapter, model TEW-805UB, connects a
laptop or desktop computer to a revolutionary Wireless AC network. Connect to a
Wireless AC network at an amazing 867 Mbps or to a Wireless N network at up to 300
Mbps. A SuperSpeed 5 Gbps USB 3.0 port maintains a high speed connection to your
computer.

Quickly connect to a Wireless AC or N network at the touch of a button with the
convenience of one-touch Wi-Fi Protected Setup (WPS). An LED on the front of the
adapter conveys device status. Upgrade your computer's wireless connection to
experience the speed of revolutionary Wireless AC.

Wireless AC: Next generation Wireless AC
Dual Band: Up to 867 Mbps Wireless AC or 300 Mbps Wireless N

Compatible: Connects to standard Wireless N networks
USB 3.0: SuperSpeed 5 Gbps USB 3.0 connection to computer
Coverage: Expanded coverage with MIMO technology

One Touch Connection: Connect to a router at the touch of the Wi-Fi Protected Setup
(WPS) button

o Wi-Fi compliant with IEEE 802.11ac and 802.11n standards

o High-speed data rates up to 867 Mbps with 802.11ac technology and 300 Mbps with
802.11n technology

e USB 3.0 connector

e LED indicator

e Backwards compatible with IEEE 802.11g, IEEE 802.11b, and IEEE 802.11a networks

e Compatible with Windows 8 (32/64-bit), 7 (32/64-bit), Vista (32/64-bit), and XP(32/64-bit)
operating systems

e One-touch network connection with Wi-Fi Protected Setup (WPS) button

e Dynamic Data Rate Scaling from 867 Mbps to 1 Mbps

Supports advanced wireless encryption up to WPA2-RADIUS

Easy user setup and diagnostic utilities

Coverage of up to 100 meters indoor (330 feet) and 300 meters outdoor (980 feet)

3-year limited warranty

© Copyright 2012 TRENDnet. All Rights Reserved.
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TEW-805UB

Product Hardware Features

WPS button

e Power/Status LED -This LED turns on when the USB adapter has power and ready
for use and blinks during wireless data transmission.

e WPS (Wi-Fi Protected Setup) button — Push and hold this button for 3 seconds to
activate WPS. The Power/Status LED will blink blue when WPS is activated.

Application Diagram

A router is installed near the modem (typically supplied by your ISP “Internet Service
Provider”) and physically connected to it from the router’s WAN port to the modem’s
network port which connects to the Internet creating a wireless network. Wireless
signals from the router are broadcasted to wireless clients such as laptops with wireless
capabilities. The TEW-805UB is used for computers without wireless capabilities and to
connect to the wireless network.

© Copyright 2012 TRENDnet. All Rights Reserved.
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Installation 4. Click on “Continue” button to install drivers
800 '« Install Wireless-AC USB Adapter Driver
Softwa re I nsta I Iation ) Welcome to the Wireless-AC USB Adapter Driver Installer

Welcome to 11ac WLAN world.....

This section describes how to install the driver and utility for the N300 Wireless Dual ::‘":‘:4“"‘”
Band USB Adapter. A ._j

1. Insert the TEW-805UB Driver and Utility CD. o Destnaifing

8ene (%) TEW-805UB ® Installation

® License 4

@ Installalon Tyge

J2) [o)E) & psvon 1L

FAVORITES Name 4| Date Modified Size )

= > G - : m
£ All My Files (] TEW-BOSUB_MAC Driver Today 10:54 AM

'@ AirDrop

[ Desktop |

{3} trendnet | J y
# Applications 4 —
[ Documents GoBack | [ Continue |

DEVICES

5. The license agreement will appear, click on the “Agree” button.
0,006 w Install Wireless-AC USB Adapter Driver

To continue installing the software you must agree to the terms
of the software license agreement.

. . 2 Iny
2. Browse through the CD-ROM and double click on the TEW-805UBv2MAC_Drivers o o0 et conkinusleadch e M Disha e toloancel the  riatallation
. . . . . - d quit the Installer.
folder. Click on the .zip file to unzip the file. A folder will appear once the file is # Uidmse R R RS
unZipped. Ole | | Read License | | Disagree | | Agree
@ Ins|
enon [ TEW-805UB_MAC Driver ... -
Name 4| Date Modified Size Kind & sundfary B
» [ Mac 05 10.4~10.6 Today 10:54 AM --  Folder w PRy ogRary S
» [] Mac 05 10.7 Today 10:54 AM -- Folder ==
> D Mac OS 10.8 Today 10:54 AM - Folder

| Print... | | Save.. | GCoBack | | Continue |

3. CD Double click on the Installer.pkg file to start the installation of the TEW-805UB.

8 .06 ] Mac 0S 10.8
Name 4| Date Modified Size Kind
== nstaller.pkg May 24, 2013 6:01 PM 3.5 MB Install.._ckage
= Uninstall.command May 10, 2013 5:30 PM 605 bytes Termi...| script

© Copyright 2012 TRENDnet. All Rights Reserved.
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6. If prompted to select a destination volume to install the utility and click continue
BH0.0 el Wice s AC USH Addager Ouchig,
Select a Destination

How do you want ta install this software?

L
@ Intreduction 1 %

© Read Mo \ 7 Install for all users of this computer

o Ukense )

] DIII|M§5H 5?:1

® Installafitn Tyghe

& Installgtion

& Symitary =

[ 4 " Installing this software requires 9.9 MB of space.

¥ou have chosen to install this software for all users of this
computer.

[

Go Back Centinue

7. Click on the “Install” button, you may be prompted to enter a password

800 wi Install Wireless-AC USB Adapter Driver |

Standard Install on “Macintosh HD"

& Introduction

& Read Me This will take 9.9 MB of space on your computer.

© License :-“ Click Install to perform a standard installation of |
this software for all users of this computer. All
users of this computer will be able to use this

@ Installation Type | software.

@ Destination Seléct

@ Instaljatior
& Summary 2L |
' %

C‘ﬁange Install Location...

Customize | Go Back Instail

8. Click on “Continue Installation” when prompted.

106 @ Install Wireless-AC USB Adapter Driver

. I ‘When this software finishes installing, you
‘l MUSE restart your computer. Are you sure

& Introduct L - you want to install the software now?

© Read Me -
8 Lhins Cancel ~Continue Installation of
- 4 J
[:] Y 0 " q

¥ users of this computer will be able to use this
@ Installation software.
@ Instaljdtion

@ Srmary A1

Change Install Location.

Customize Go Back | Install

9. Once the installation process is completed, click on “Restart”.

8 00 w Install Wireless-AC USB Adapter Driver

© Introduction

The i ion was ct suc
© Read Me
© License I

[} Desli!ll!ﬁn Select !

© Instatiation Type The installation was successful.
© Installation

L B swmmany The software was installed.

Click Restart to finish installing the sofiware.

GoBack | [Restarti]

10.Insert the TEW-805UB on to an available USB port.

=)

© Copyright 2012 TRENDnet. All Rights Reserved.
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11.The wireless utility will automatically appear. If the utility does not appear, click on
the WirelessUTtility icon located in the Dock Menu.

Channel: Shows the channel being used of your wireless network.

Link Speed: Shows the transmission and the reception data rate.

Wireless-AC Network Utility HT Info:: Shows the HT mode being used.

Signal Strength: Shows the wireless signal strength of the connection between the

. -
L2 r o adapter and the Access Point or router.
: -
| L —

Turn Radio Off:: Press this button to disable the adapter.

Wireless Utility Profile
The user can create and manage the created profiles for home, work or public areas. By
General double-clicking on one of the created profile, the setting will adjust to the specific
- setting such as SSID, channel, and encryption as saved by that particular profile.
This screen shows the general information of the wireless adapter. —— .
a.0n Wireless-AC Network Utility

atinkcStatus SESRREERN. Awailahle Network.d| WS | cInformation <}
Profiles | Available Network  WPS Information | Default  Profile Name SSID Network Type
* mediatest_TREDnent_5CHz mediatest_TREDnent_S5GHz Infrastructure

MAC Address : d8eb371faf6b
S5ID : mediatest_TREDnent_S5CHz
551D ¢ 5c33806345¢

Security : wpa2_psk AES

Connection :  Connected
Network Type :  Infrastructure
Channel : | 161

Link Speed(Mbps) : 54

Signal Strength : 100% Add | Edit Remove Duplicate Apply

“Turn Radio OFF

e Add: Adds a profile. The following screen will appear. The user can enter the
MAC Address: Displays the MAC address of the adapter. necessary information required for accessing the particular Access Point or Wireless
Router. Or you can search the desire wireless router or AP under Available
Networks section and click on Add Profile button to add the Profile.

SSID: Shows the current SSID, which must be the same as your wireless access point

or router in order to establish the connection correctly.
o Edit: Edit an exist profile. The screen will back to profile. Edit the SSID and select the

* BSSID: Displays the MAC address of your wireless access point. Wireless Mode, Authentication and Encryption then click Apply to save the profile.
e Security: Shows the current encryption type used. When the Profile name was changed, a new profile will be added in the list.

e Connection: Shows the connection status of the adapter. e Duplicate: Duplicate the selected Profile.

o Network Type: Shows the connection type, Infrastructure or Ad-Hoc mode. e Remove: Deletes the selected profile

© Copyright 2012 TRENDnet. All Rights Reserved.
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When adding a new profile the below screen will appear. This screen will allow you to 0 WPA-PSK/WPA2-PSK: Requires the user to use a passphrase as the encryption key,
set the wireless encryption settings from your wireless network to the wireless adapter. with a minimum length of 8 characters long or maximum of 64 characters long.
Wireless Network Security Properties Please select the cipher of TKIP or AES then enter the Passphrase key. AES cipher
Prafile Name : type is for WPA2 and TKIP is for WPA.
i ML| T 0 WPA/WPA2 EAP-TLS: Also known as RADIUS or Enterprise requires the user to have
m— 7 a radius server connected to their network for wireless authentication and a
Wielias Neviork Saciy ropenes password. Please select the cipher of TKIP or AES then enter the Passphrase key.
This network requires a key for the following : AES cipher type is for WPA2 and TKIP is for WPA. Then select the WPA/WPA2

Network Authentication : = WPA2_PSK

Certificate from drop down list.

Data Encryption : | AES

ASCII

Koy e e -1 Available Networks
Network key : sessssasss
Confirm network key : [eassasns J ] This screen allows the user to scan for available wireless network. It also allows the user
Cncel | [0k to establish wireless communications with a target device.
Please enter Key strings before clicking on [OK] to connect ==>
800 Wireless-AC Network Utility
| Link Status | Profiles WPS | Information |
Associated | SSID Channel | Network Type Encryption BSSID
Wireless Network Security: The following options are available: Open System, Shared TRENDnet692_5GHz 44 Infrastructure__ WPA2-PSK A5 0014d19x0120
mediatest TREDne 161 Infrastructure WPA2-PSK AES 5c338e63f45¢c
Key, WPA-PSK, WPAZ-PSK, WPA EAP-TLS, WPA2 EPA-TLS . Select Open System, Shared GUEST_mediaTEST... 161 Infrastructure WPAZ-PSK AES  5c33Be63f45d
. TRENDnet692_5CHz 40 Infrastructure No Encryption 0014d19d9a20
Key for WEP data encryptlon feature‘ 692gr_5-it 48 Infrastructure WPAZ-PSK AES 0014d19¢7034
. brianB811druSg 149 Infrastructure WPA(2)-PSK AES... dBeh97ad4dd2b
0 Open System and Shared: Requires the user to set a WEP key to exchange data TRENDNetSLLSG.. 149 Infrastructure  WPAZ-PSKALS  d8eb97aszaal
with other wireless clients that have the same WEP key. WEP is considered basic TRENDNetBLLSG... 149 Infrastructure - Noneryation  daeb$7as2dan
TangleD 165 Infrastructure WPA(2)-PSK AES... bBa3B6679cf3
level of wireless encryption, if you would like higher security connection, WPA2 Wally World_SGHz 36 infrastructure  WPA2-PSKAES  0014d136b378
. . TRENDnet750_5G... 36 Infrastructure WPAZ-PSK AES 0014d1b185be
encryption is recommended. briang11ldru24g 1 Infrastructure WPA(2)-PSK AES... d8eb97addd27
WalkingDead 1 Infrastructure WPAZ-PSK AES 0014d1be0774
= Default Key: select one of the 4 keys to use. Tangled 1 Infrastructure WPA(2)-PSK AES... b8a3BE670¢i1
. . . TRENDnet711 1 Infrastructure WPA-PSK TKIP 0014d1b80b64
= Network Key: choose the encryption way, either in HEX or ASCII formats, and TRENDne691 1 Infrasvucture  WPAZ-PSKAES  0014d1ch67b3
enter the password in the blank space. [ Refresh | | Commect | |  AddtoProfile |

= Key Length: select 64 or 128 bits as the length of the keys
Key Format: HEX or ASCII

e Available Networks: Displays the wireless networks (wireless clients, access points

Key Length Hex ASCII or routers) that are within range.
. e Refresh: Click this button to rescan for available networks. Select any one of the
Type characters 0-9, A-F, a-f | alphanumeric . . s
format wireless networks and connect to it by double-clicking.
- o Add Profile: Select your wireless network on the available network list and click
64-bit 10 characters > characters “Add Profile” button to connect. You can also double click your wireless network
128-bit 26 characters 13 characters from the available network list.

© Copyright 2012 TRENDnet. All Rights Reserved.
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Status o Data Rate: Displays the data rate of the wireless adapter and your wireless

network.
Display the information of the adapter including manufacturer, driver version, utility

version, encryption, encryption type, region, adapter’s MAC address, current connection

data rate, channel, connection status, the associated router or Access Point’s SSID,

network type, associated device’s MAC address, and Up time. e Status: Displays the status of the wireless adapter. This information is useful when
e0n Wireless-AC Network Utility troubleshooting the connection of the wireless adapter and your wireless network.

e Channel: Displays the channel of your wireless network is using and the wireless
adapter is connected to.

Rroflles e fvalichlcHctrkal QWS olalaiammation e SSID: The SSID your wireless network is connected to.

MAC Address : | dBeb971faf6b ¢ Network Type: Displays the type of network the wireless adapter set to.

S5ID : mediatest_TREDnent_S5CHz

e Associated AP MAC: Displays the MAC address of the device the wireless adapter is

BSSID :
5c338e63745¢ connected to.

Security | wpa2_pSK AES
e Up Time: Displays how long the wireless adapter has been connected.

Connection :  Connected

Network Type :  Infrastructure

Channel : [161 WiFi Protected Setup (WPS)

Link SpeediMbps) : 54

Wi-Fi Protected Setup (WPS) is an optional certification program from the Wi-Fi Alliance
Signal Strength : 100% that is designed to ease the task of setting up and configuring security on a wireless
network. There are two methods used in the WPS as below instruction.

8.0C Wlan Dual Band Utility

“Turn Radio OFF

Link Status | Profiles = Awvailable Network  Advanced Setting m Information

SSID Channel Security BSSID

e Manufacture: Wireless adapter’s manufacture

o NDIS Driver Version: Driver version the wireless adapter is using. This can be useful
to determine if the drivers installed are the latest or correct.

e Utility Version: Utility version the wireless adapter is using. This information is e
useful to determine if the utility version is the latest version.

e Encryption: The wireless encryption used on the wireless adapter. This information o Rt oy the P wie e e AP ruha vace -
is useful to determine if the applied wireless encryption is the same as your wireless PIN: 63296402 -
netWork. WPS Progress : Scan Active WPS AP

e Authentication: The authentication type used on the wireless adapter. This —

5 sec ance

information is useful to determine if the applied wireless authentication is the same
as your wireless network.

e Region: The wireless adapter’s wireless region.

e MAC Address: The MAC address of the wireless adapter. This information is useful
to determine your wireless adapter when looking at the DHCP server list of your
wireless adapter.

© Copyright 2012 TRENDnet. All Rights Reserved.
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Pin Input Configuration (PIN)

Follow the steps below when using the WPS configuration with the Pin Input
Configuration method. Please note that WPS will attempt to authenticate in 120
seconds. Make sure you allow this time frame to prevent any failures.

@ TRE“DnET Wireless N Gigabit Router

TEW-635GR

Network Wi-Fi Protected Setup

I
Wireless You could setup security easily by choosing PIN or PBC method to do Wi-Fi Protected Setup.

= Basic
» Advanced
« MAC Filter Enable WPS |Enable [~

1. Click on the Pin Input Configuration (PIN) button, the PIN is shown on the button of et
the windows. e e

800 Wireless-AC Metwork Utility P r——] RESSSE TRENDnef39
WPS Auth Mode Open

| Link Status = Profiles = Available Network g Information | Help WPS Encrypt Type

| 5510 Channel Security BSSID WPS Key(Hex value) /&

TRENDnet692_S5CHz 44 WPA2 -PSK AES 0014d19c0120 AP PIN 84324997

mediatest_TREDn... 161 WPA2-PSK AES 5c338e63f45¢c

TRENDnet692_S5CHz 40 No Encryption 0014d19d9a20

692gr_5-it 48 WPA2-PSK AES 0014d19¢7034 Please click Wireless Client Card and Router's WPS button in 120 seconds to complete this
brian811drusg 149 WPA(2)-PSK AES... dBeb97a4dd2b e

TRENDnet811_5C... 149 WPA2-PSK AES dBeb07a524a3

TRENDnet811_5G... 149 No Encryption daeb97a524a6

TangleD 165 WPA(2)-PSK AES... bBa386679¢f3

Wally World_SGHz 36 WPA2-PSK AES 0014d19bb378

TRENDnet750_5G... 36 WPA2-PSK AES ~ 0014d1b189be CoyrigMGAT - HENGTet-A AHE Hoservad
hrianf11dru2dn 1 MWPBAFI) DK AFS ARah0 7244427

SCAN into your AP's config page
l bt e i PC | 3. Select a wireless access point or router then click the Select button start the WPS

configuration.

: s3I0 Channel Security BSSID

Lancel TRENDnet692_5CHz 44 WPA2-PSK AES 0014d19¢0120

mediatest_TREDn... 161 WPAZ2-PSK AES 5¢338eb63f45¢

TRENDnet692_5CHz 40 No Encryption 0014d19d%a20

692gr_5-it 48 WPA2-PSK AES  0014d19c7034

2. Enter the PIN code into the WPS “Client PIN number” of you wireless access point brian811drusg 149 WPA(2)-PSK AES... dBeb37addd2b
. . ) . . TRENDnet811_5G... 149 WPA2-PSK AES  d8eb87a524a3

or router ( in example, TRENDnet TEW-639GR Wireless N Gigabit Router) then click TRENDnet811_5G... 149 No Encryption daeh97a524a6

the Start PIN button, the wireless access point or router will start the WPS TangleD 165 WPA(2)-PSK AES... b8a386679cf3
) . Wally World_5GHz 36 WPA2-PSK AES  0014d19bb378
configuration process. TRENDnet750_5G... 36 WPA2-PSK AES  0014d1b189be
hrian211dr 240 1 WEA_PCY AEC ARahO 7244427

4. The wireless utility will automatically attempt to authenticate to your wireless
network.

© Copyright 2012 TRENDnet. All Rights Reserved.
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Push Button Configuration (PBC)

There are 2 ways to run WPS Push Button Configuration. Follow the steps below when
using the WPS configuration with the Push Button Configuration (PBC) method through
the wireless utility. Please note that WPS will attempt to authenticate in 120 seconds.
Make sure you allow this time frame to prevent any failures.

1. Click on the Push Button Configuration (PBC) button, push the WPS button on your
wireless access point or router.
800D Wireless-AC Network Utility

| Link Status = Profiles = Awvailable Network E Information |

| SSID Channel Security BSSID
TRENDnet692_5CHz 44 WPA2-PSK AES 0014d19<0120
mediatest_TREDn... 161 WPA2-PSK AES 5c338e63f45¢c
TRENDnet692_S5CHz 40 No Encryption 0014d19d9a20
692gr_5-it 48 WPA2-PSK AES 0014d19¢7034
brian811drusg 149 WPA(2)-PSK AES... dBeb97a4dd2b
TRENDnet811_5C... 149 WPA2-PSK AES dBeb07a524a3
TRENDnet811_5G... 149 No Encryption daeb97a524a6
TangleD 165 WPA(2)-PSK AES... bBa3B6679cf3
Wally World_SGHz 36 WPA2-PSK AES 0014d19bb378
TRENDnet750_5G... 36 WPA2-PSK AES 0014d1b189be
hrian®11doi24n 1 MBAD)PSK AES___dRahQ7addd 27
SCAN Please key the PIN code into your AP's config page PIN |

PIN: 14474576 PBC

Cancel

The other way to configure method of WPS Push Button Configuration is
through the physical button located on the unit.

1. Press and hold the WPS button on your wireless router or access point. In most
cases the WPS LED will turn on when WPS is activated.

2. Push and hold for 5 seconds the WPS button on the wireless adapter.

3. Once the WPS LED turns off you can check if the authentication was successful by
checking the Status tab on the wireless utility.

About

This screen displays information about the 300Mbps Dual Band Wireless N USB Adapter,
such as the Driver and Utility version. When a new version of the utility becomes
available for upgrade, users will be able to identify by version numbers.

8eo0n Wireless-AC Network Utility

| Link Status ~ Profiles = Available Network  WPS

Wireless-AC Network Utility
Urility Version: 2.1.0 (2013/05/24)
Driver Version: v1013

Copyright 2013.

© Copyright 2012 TRENDnet. All Rights Reserved.
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Uninstall
Uninstall Software

This section describes how to uninstall the driver and utility for the N300 Wireless Dual
Band USB Adapter.

1. Insert the TEW-805UB Driver and Utility CD.

ane TEW-BOSUB
e M - ErEeES | ||~ o

FAVDRITES Hame o Date Moddfied Sizn
I " - river T 4 AM )
L0 Al My Files [ TEW-B05U8_MAL Drive: ocky 10:54 Al

T AirDrop
] Desktop
2} trandnat
¥ Applications
% Documents

nivices
) TEw-805UE

2. Browse through the CD-ROM and double click on the TEW-805UBv2MAC_Drivers
folder. Click on the .zip file to unzip the file. A folder will appear once the file is
unzipped.

800 (Mac 05 10.8
Name 4| Date Modified Size | Kind
w Installer.pkg May 24, 2013 6:01 PM 3.5 ME  insull._.ckage

[ uninstall.command May 10, 2013 5:30 PM 605 bytes  Termi._| script

3. Double click on the “Uninstall.command” to start to uninstall the TEW-805UB. Enter

your password if prompted to continue to uninstall the drivers and utility.

8 006 7% trendnet — Uninstall.command — sudo — 80x24 "
Last login: Wed Jul 24 11:15:87 on console

Trendnets-MacBook-Pro:~ trendnet$ /Volumes/TEW-BOSUB/TEW-8@5UB_MAC\ Driver/Mac\
05\ 1@.8/Uninstall.command ; exit;

Please type the password of “root" to Uninstall ...
Uninstalling Script and Utility ...
Password:[]

4. Once un-installation is completed you can close the window.

[-NaNs) ) trendnet — Uninstall.command — 80x24 "
Last login: Wed Jul 24 11:15:87 on console

Trendnets-MacBook=Pro:~ trendnet$ /Volumes/TEW-8@5UB/TEW-B@SUB_MACY Driver/Mach
05\ 18.8/Uninstall.command ; exit;

Please type the password of "root" te Uninstall ...
Uninstalling Script and Utility ...

Password:

Uninstalling UI...

Removing Driver...

Removing Pkg

Uninstall Complete.

logout

[Process completed]]]

© Copyright 2012 TRENDnet. All Rights Reserved.
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TEW-805UB

Technical Specifications

Hardware ‘

Consumption

Interface USB 3.0, 2.0, 1.1 standard

Standards IEEE 802.11a, IEEE 802.11ac (draft), IEEE 802.11b, IEEE
802.11g, and IEEE 802.11n

WPS Button Enables WPS connection

Power Receive mode: 167 mA (max.) ; Transmit mode: 224 mA

(max.)

Supported OS

Windows 8 (32/64-bit), 7 (32/64-bit), Vista (32/64-bit),
Windows XP (32/64-bit)

Dimensions 80x 27x12mm (3.1x1x0.5in.)

(LxWxH)

Weight 20 g (0.7 oz)

Temperature Operating: 0° ~ 40° C (32° ~ 104° F)
Storage: -10° ~ 70° C (14° ~ 158° F)

Humidity Max. 95% (non-condensing)

Certifications

CE, FCC

Wireless ‘

Modulation DBPSK/DQPSK/CCK/OFDM (BPSK/QPSK/16-QAM/64-
QAM/128-QAM/256-QAM)

Antenna 2 internal antennas

Frequency 802.11b/g/n: 2.412 ~ 2.472 GHz

802.11a/n/ac: 5.150GHz ~ 5.350 GHz / 5.725 GHz ~ 5.825
GHz (FCC), 5.150 GHz ~5.350 GHz / 5.470 GHz ~ 5.725 GHz
(ETSI)

(auto fallback)

Media Access CSMA/CA with ACK
Protocol
Data Rate 802.11a: up to 54 Mbps

802.11b: up to 11 Mbps

802.11g: up to 54 Mbps

802.11n: up to 300 Mbps (for both 2.4 & 5 GHz)
802.11ac: up to 867 Mbps

Output Power

802.11b: 15 dBm (typical)

802.11g: 15 dBm (typical)

802.11n : 15 dBm (typical) (for both 2.4 & 5 GHz)
802.11a: 15 dBm (typical)

802.11ac: 12 dBm (typical)

Receiving 802.11b: -76 dBm (typical)
sensitivity 802.11g: -65 dBm (typical)
802.11n : -61 dBm (typical)
802.11a: -65 dBm (typical)
802.11ac: -51 dBm (typical)
Encryption 64/128-bit WEP, WPA/WPA2-RADIUS, WPA / WPA2-PSK
(AES/TKIP)
Channels 2.4 GHz: 1~11 (FCC), 1~13 (ETSI)

5 GHz: 36, 40, 44, 48, 52, 56, 60, 64, 149, 153, 157, 161,
165 (FCC) 36, 40, 44, 48, 52, 56, 60, 64, 100, 104, 108,
112, 116, 120, 124, 128, 132, 136, 140 (ETSI)

*Maximum wireless signal rates are referenced from IEEE 802.11 theoretical specifications. Actual
data throughput and coverage will vary depending on interference, network traffic, building
materials and other conditions.
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Appendix

How to choose the type of security for your wireless network

Setting up wireless security is very important. Leaving your wireless network open and
unsecure could expose your entire network and personal files to outsiders. TRENDnet
recommends reading through this entire section and setting up wireless security on your
new router.

There are a few different wireless security types supported in wireless networking each
having its own characteristics which may be more suitable for your wireless network
taking into consideration compatibility, performance, as well as the security strength

along with using older wireless networking hardware (also called legacy hardware).

It is strongly recommended to enable wireless security to prevent unwanted users from

accessing your network and network resources (personal documents, media, etc.).

In general, it is recommended that you choose the security type with the highest
strength and performance supported by the wireless computers and devices in your
network. Please review the security types to determine which one you should use for

your network.
Wireless Encryption Types

e WEP: Legacy encryption method supported by older 802.11b/g hardware. This
is the oldest and least secure type of wireless encryption. It is generally not
recommended to use this encryption standard, however if you have old 802.11
b or 802.11g wireless adapters or computers with old embedded wireless
cards(wireless clients), you may have to set your router to WEP to allow the old
adapters to connect to the router. Note: This encryption standard will limit
connection speeds to 54Mbps.

e  WPA: This encryption is significantly more robust than the WEP technology.

Much of the older 802.11g hardware was been upgraded (with firmware/driver

upgrades) to support this encryption standard. Total wireless speeds under
this encryption type however are limited to 54Mbps.

e  WPA-Auto: This setting provides the router with the ability to detect wireless
devices using either WPA or WPA2 encryption. Your wireless network will
automatically change the encryption setting based on the first wireless device
connected. For example, if the first wireless client that connects to your
wireless network uses WPA encryption your wireless network will use WPA
encryption. Only when all wireless clients disconnect to the network and a
wireless client with WPA2 encryption connects your wireless network will then
change to WPA2 encryption. NOTE: WPA2 encryption supports 802.11n speeds
and WPA encryption will limit your connection speeds to 54Mbps

e  WPAZ2: This is the most secure wireless encryption available today, similar to
WPA encryption but more robust. This encryption standard also supports the
highest connection speeds. TRENDnet recommends setting your router to this
encryption standard. If you find that one of your wireless network devices does
not support WPA2 encryption, then set your router to either WPA or WPA-Auto

encryption.

Note: Check the specifications of your wireless network adapters and wireless appliances
to verify the highest level of encryption supported.

© Copyright 2012 TRENDnet. All Rights Reserved.
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Below is brief comparison chart of the wireless security types and the recommended
configuration depending on which type you choose for your wireless network.

Security Standard WEP WPA WPA2
IEEE 802.11a/b/g
IEEE 802.11a/b/g (802.11n devices
(802.11n devices will operate at
Compatible will operate at 802.11g to connect
Wireless 802.11g to connect | using this
Standards using this standard) | standard) IEEE 802.11a/b/g/n
Highest
Performance
Under This
Setting Up to 54Mbps Up to 54Mbps Up to 450Mbps*
Encryption
Strength Low Medium High
” Open System or TKIP or AES, TKIP or AES,
Additional Shared Key,
Options HEX or ASCI, Preshared Key or Preshared Key or
. . RADIUS RADIUS
Different key sizes
Recommended Open System ASCII TKIP AES

Configuration

13 characters

Preshared Key
8-63 characters

Preshared Key
8-63 characters

*Dependent on the maximum 802.11n data rate supported by the device (150Mbps,
300Mbps, or 450Mbps)

How to find your IP address?

Note: Please note that although the following procedures provided to follow for your
operating system on configuring your network settings can be used as general
guidelines, however, it is strongly recommended that you consult your computer or
operating system manufacturer directly for assistance on the proper procedure for
configuring network settings.

Command Prompt Method
Windows 2000/XP/Vista/7

1. On your keyboard, press Windows Logo+R keys simultaneously to bring up the Run
dialog box.

2. In the dialog box, type cmd to bring up the command prompt.
3. In the command prompt, type ipconfig /all to display your IP address settings.

Note: If you are experiencing difficulties, please contact your computer or operating
system manufacturer for assistance.

How to configure your network settings to obtain an IP address automatically or use
DHCP?

Note: Please note that although the following procedures provided to follow for your
operating system on configuring your network settings can be used as general
guidelines, however, it is strongly recommended that you consult your computer or
operating system manufacturer directly for assistance on the proper procedure for
configuring network settings.

Windows 7
a. Go into the Control Panel, click Network and Sharing Center.
b. Click Change Adapter Settings, right-click the Local Area Connection icon.
c. Then click Properties and click Internet Protocol Version 4 (TCP/IPv4).
d. Then click Obtain an IP address automatically and click OK.

Windows Vista
a. Go into the Control Panel, click Network and Internet.
b. Click Manage Network Connections, right-click the Local Area Connection
icon and click Properties.
c. Click Internet Protocol Version (TCP/IPv4) and then click Properties.
d. Then click Obtain an IP address automatically and click OK.
Windows XP/2000
a. Go into the Control Panel, double-click the Network Connections icon
b. Right-click the Local Area Connection icon and the click Properties.
c. Click Internet Protocol (TCP/IP) and click Properties.

d. Then click Obtain an IP address automatically and click OK.

MAC OS 10.4/10.5/10.6
a. From the Apple, drop-down list, select System Preferences.

© Copyright 2012 TRENDnet. All Rights Reserved.
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b. Click the Network icon. 2. In the Show list, click Wireless.
c. From the Location drop-down list, select Automatic. 3. In the list of available wireless networks, click the wireless network you would like to
d. Select and view your Ethernet connection. connect to, then click Connect.

In MAC OS 10.4, from the Show drop-down list, select Built-in

4. You may be prompted to enter a security key in order to connect to the network.
Ethernet and select the TCP/IP tab. umay e p P Urity keyi W

In MAC OS 10.5/10.6, in the left column, select Ethernet. 5. Enter in the security key corresponding to the wireless network, and click OK.
e. Configure TCP/IP to use DHCP.
In MAC 10.4, from the Configure IPv4, drop-down list, select Using Windows XP

DHCP and click the Apply Now button.
In MAC 10.5, from the Configure drop-down list, select Using DHCP
and click the Apply button.

1. Right-click the network icon in the notification area, then click View Available
Wireless Networks.

In MAC 10.6, from the Configure drop-down list, select Using DHCP 2. In Connect to a Network, under Available Networks, click the wireless network you
and click the Apply button. would like to connect to.
f. Restart your computer. 3. You may be prompted to enter a security key in order to connect to the network.

4. Enter in the security key corresponding to the wireless network, and click Connect.

Note: If you are experiencing difficulties, please contact your computer or operating
system manufacturer for assistance.

How to connect to a wireless network using the built-in Windows utility?

Note: Please note that although the following procedures provided to follow for your
operating system on configuring your network settings can be used as general
guidelines, however, it is strongly recommended that you consult your computer or
operating system manufacturer directly for assistance on the proper procedure for
connecting to a wireless network using the built-in utility.

Windows 7
1. Open Connect to a Network by clicking the network icon (m or [E) in the notification
area.

2. In the list of available wireless networks, click the wireless network you would like to
connect to, then click Connect.

4. You may be prompted to enter a security key in order to connect to the network.

5. Enter in the security key corresponding to the wireless network, and click OK.

Windows Vista

1. Open Connect to a Network by clicking the Start Button. € and then click Connect
To.
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Federal Communication Commission Interference Statement

This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This
equipment generates, uses and can radiate radio frequency energy and, if not installed
and used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a
particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the
user is encouraged to try to correct the interference by one of the following measures:

-Reorient or relocate the receiving antenna.
-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

FCC Caution: Any changes or modifications not expressly approved by the party
responsible for compliance could void the user's authority to operate this equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following
two conditions: (1) This device may not cause harmful interference, and (2) this device
must accept any interference received, including interference that may cause undesired
operation.

Operations in the 5.15-5.25GHz band are restricted to indoor usage only.

IMPORTANT NOTE:

Radiation Exposure Statement:

This device meets the government’ s requirements for exposure to radio waves.

This device is designed and manufactured not to exceed the emission limits for exposure
to radio frequency (RF) energy set by the Federal Communications Commission of the
U.S. Government.

The exposure standard for wireless device employs a unit of measurement known as the
Specific Absorption Rate, or SAR. The SAR limit set by the FCC is 1.6W/kg. *Tests for SAR
are conducted using standard operating positions accepted by the FCC with the device
transmitting at its highest certified power level in all tested frequency bands.

This transmitter must not be co-located or operating in conjunction with any other
antenna or transmitter.

The USB dongle transmitter is approved for use in typical laptop computers. To comply
with FCC RF exposure requirements, it should not be used in other devices or certain
laptop and tablet computer configurations where the USB connectors on the host
computer are unable to provide or ensure the necessary operating configurations
intended for the device and its users or bystanders to satisfy RF exposure compliance
requirements.

Note: The country code selection is for non-US model only and is not available to all US
model. Per FCC regulation, all WiFi product marketed in US must fixed to US operation
channels only.

For Taiwan 255 :

M AGRB A 2 NS R EER, R, AT, mEyrgifl YR58 i
AR, RTS8 o R 51 2 R R Bh e,

(KT GHBE B < ARSI 2 R THRAIEEE ; K EA RIS,
JESIRME ), s SR S SEE M, iR AeRmE, RIKERIEMEE
¥ HRVERG, KSR EEMRERT ARG T3, PR KL BRI iR
MRS 2 T,
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Europe — EU Declaration of Conformity

This device complies with the essential requirements of the R&TTE Directive 1999/5/EC.

The following test methods have been applied in order to prove presumption of
conformity with the essential requirements of the R&TTE Directive 1999/5/EC:

EN60950-1: 2006+A11:2009+A1: 2010+A12:2011

Safety of Information Technology Equipment

EN62311: 2008

Generic standard to demonstrate the compliance of electronic and electrical apparatus

with the basic restrictions related to human exposure to electromagnetic fields (0 Hz -
300 GHz)

EN 300 328 V1.7.1: 2006
Electromagnetic compatibility and Radio spectrum Matters (ERM); Wideband
Transmission systems; Data transmission equipment operating in the 2,4 GHz ISM band

and using spread spectrum modulation techniques; Harmonized EN covering essential
requirements under article 3.2 of the R&TTE Directive

EN 301 893 V1.6.1: 2011

Broadband Radio Access Networks (BRAN); 5 GHz high performance RLAN; Harmonized
EN covering essential requirements of article 3.2 of the R&TTE Directive

EN 301 489-1 V1.9.2: 2011-09

Electromagnetic compatibility and Radio Spectrum Matters (ERM); ElectroMagnetic

Compatibility (EMC) standard for radio equipment and services; Part 1: Common
technical requirements

EN 301 489-17 V2.2.1: 2012-09
Electromagnetic compatibility and Radio spectrum Matters (ERM); ElectroMagnetic
Compatibility (EMC) standard for radio equipment and services; Part 17: Specific

conditions for 2,4 GHz wideband transmission systems and 5 GHz high performance
RLAN equipment

This device is a 5GHz wideband transmission system (transceiver), intended for use in all

EU member states and EFTA countries, except in France and Italy where restrictive use
applies.

In Italy the end-user should apply for a license at the national spectrum authorities in
order to obtain authorization to use the device for setting up outdoor radio links and/or
for supplying public access to telecommunications and/or network services.

This device may not be used for setting up outdoor radio links in France and in some
areas the RF output power may be limited to 10 mW EIRP in the frequency range of
2454 — 2483.5 MHz. For detailed information the end-user should contact the national
spectrum authority in France.
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[cz]¢esky
[Czech]

Dansk
[Danish]

Deutsch

[German]

Eesti

[Estonian]

English

Espaﬁol
[Spanish]

EMnVLKr']
[Greek]

Frangais
[French]

Italiano

[Italian]
Latviski
[Latvian]

Lietuviy
[Lithuanian]

@Nederlands

TRENDnet timto prohlasuje, ze tento TEW-805UB je ve shodé se
zakladnimi pozadavky a dalSimi pfisluSnymi ustanovenimi smérnice
1999/5/ES.

Undertegnede TRENDnet erklzerer herved, at fglgende udstyr TEW-805UB
overholder de vaesentlige krav og @gvrige relevante krav i direktiv
1999/5/EF.

Hiermit erklart TRENDnet, dass sich das Gerat TEW-805UB in
Ubereinstimmung mit den grundlegenden Anforderungen und den
Ubrigen einschldgigen Bestimmungen der Richtlinie 1999/5/EG befindet.

Kaesolevaga kinnitab TRENDnet seadme TEW-805UB vastavust direktiivi
1999/5/EU p&hinduetele ja nimetatud direktiivist tulenevatele teistele
asjakohastele satetele.

Hereby, TRENDnet, declares that this TEW-805UB is in compliance with
the essential requirements and other relevant provisions of Directive
1999/5/EC.

Por medio de la presente TRENDnet declara que el TEW-805UB cumple
con los requisitos esenciales y cualesquiera otras disposiciones aplicables
o exigibles de la Directiva 1999/5/CE.

ME THN NAPOY2A TRENDnet AHAQNEI OTI TEW-805UB
ZYMMOPOQNETAI MPOZ TIZ OYZIQAEIZ AMAITHZEIZ KAI TIZ AOINEX
IXETIKEZ AIATAZEIZ THE OAHTIAZ 1999/5/EK.

Par la présente TRENDnet déclare que I'appareil TEW-805UB est
conforme aux exigences essentielles et aux autres dispositions
pertinentes de la directive 1999/5/CE.

Con la presente TRENDnet dichiara che questo TEW-805UB e conforme ai
requisiti essenziali ed alle altre disposizioni pertinenti stabilite dalla
direttiva 1999/5/CE.

Ar 3o TRENDnet deklaré, ka TEW-805UB atbilst Direktivas 1999/5/EK
batiskajam prastbam un citiem ar to saistitajiem noteikumiem.

Siuo TRENDnet deklaruoja, kad $is TEW-805UB atitinka esminius
reikalavimus ir kitas 1999/5/EB Direktyvos nuostatas.

Hierbij verklaart TRENDnet dat het toestel TEW-805UB in
overeenstemming is met de essentiéle eisen en de andere relevante

[Dutch]

Malti
[Maltese]

Magyar

[Hungarian]

@Polski

[Polish]

Portugués

[Portuguese]

SIovensko

[Slovenian]

Slovensky
[Slovak]

Suomi
[Finnish]

Svenska
[Swedish]

bepalingen van richtlijn 1999/5/EG.

Hawnhekk, TRENDnet, jiddikjara li dan TEW-805UB jikkonforma mal-
htigijiet essenzjali u ma provvedimenti ohrajn relevanti li hemm fid-
Dirrettiva 1999/5/EC.

Alulirott, TRENDnet nyilatkozom, hogy a TEW-805UB megfelel a
vonatkozo alapvetd kdvetelményeknek és az 1999/5/EC iranyelv egyéb
elGirasainak.

Niniejszym TRENDnet o$wiadcza, ze TEW-805UB jest zgodny z
zasadniczymi wymogami oraz pozostatymi stosownymi postanowieniami
Dyrektywy 1999/5/EC.

TRENDnet declara que este TEW-805UB esta conforme com os requisitos
essenciais e outras disposi¢cdes da Directiva 1999/5/CE.

TRENDnet izjavlja, da je ta TEW-805UB v skladu z bistvenimi zahtevami in
ostalimi relevantnimi doloéili direktive 1999/5/ES.

TRENDnet tymto vyhlasuje, Ze [typ zariadenia] spifia zakladné poZiadavky
a vietky prislu§né ustanovenia Smernice 1999/5/ES.

TRENDnet vakuuttaa taten etta [type of equipment = laitteen
tyyppimerkintd] tyyppinen laite on direktiivin 1999/5/EY oleellisten
vaatimusten ja sitd koskevien direktiivin muiden ehtojen mukainen.

Harmed intygar TRENDnet att denna TEW-805UB star | 6verensstimmelse
med de vasentliga egenskapskrav och dvriga relevanta bestimmelser som
framgar av direktiv 1999/5/EG.
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Limited Warranty

TRENDnet warrants its products against defects in material and workmanship, under
normal use and service, for the following lengths of time from the date of purchase.

TEW-805UB — 3 Years Warranty
AC/DC Power Adapter, Cooling Fan, and Power Supply carry 1 year warranty.

If a product does not operate as warranted during the applicable warranty period,
TRENDnet shall reserve the right, at its expense, to repair or replace the defective
product or part and deliver an equivalent product or part to the customer. The
repair/replacement unit’s warranty continues from the original date of purchase. All
products that are replaced become the property of TRENDnet. Replacement products
may be new or reconditioned. TRENDnet does not issue refunds or credit. Please
contact the point-of-purchase for their return policies.

TRENDnet shall not be responsible for any software, firmware, information, or memory
data of customer contained in, stored on, or integrated with any products returned to
TRENDnet pursuant to any warranty.

There are no user serviceable parts inside the product. Do not remove or attempt to
service the product by any unauthorized service center. This warranty is voided if (i) the
product has been modified or repaired by any unauthorized service center, (ii) the
product was subject to accident, abuse, or improper use (iii) the product was subject to
conditions more severe than those specified in the manual.

Warranty service may be obtained by contacting TRENDnet within the applicable
warranty period and providing a copy of the dated proof of the purchase. Upon proper
submission of required documentation a Return Material Authorization (RMA) number
will be issued. An RMA number is required in order to initiate warranty service support
for all TRENDnet products. Products that are sent to TRENDnet for RMA service must
have the RMA number marked on the outside of return packages and sent to TRENDnet
prepaid, insured and packaged appropriately for safe shipment. Customers shipping
from outside of the USA and Canada are responsible for return shipping fees. Customers
shipping from outside of the USA are responsible for custom charges, including but not
limited to, duty, tax, and other fees.

WARRANTIES EXCLUSIVE: IF THE TRENDNET PRODUCT DOES NOT OPERATE AS
WARRANTED ABOVE, THE CUSTOMER’S SOLE REMEDY SHALL BE, AT TRENDNET’S
OPTION, REPAIR OR REPLACE. THE FOREGOING WARRANTIES AND REMEDIES ARE
EXCLUSIVE AND ARE IN LIEU OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED,
EITHER IN FACT OR BY OPERATION OF LAW, STATUTORY OR OTHERWISE, INCLUDING

WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
TRENDNET NEITHER ASSUMES NOR AUTHORIZES ANY OTHER PERSON TO ASSUME FOR
IT ANY OTHER LIABILITY IN CONNECTION WITH THE SALE, INSTALLATION MAINTENANCE
OR USE OF TRENDNET’S PRODUCTS.

TRENDNET SHALL NOT BE LIABLE UNDER THIS WARRANTY IF ITS TESTING AND
EXAMINATION DISCLOSE THAT THE ALLEGED DEFECT IN THE PRODUCT DOES NOT EXIST
OR WAS CAUSED BY CUSTOMER’S OR ANY THIRD PERSON’S MISUSE, NEGLECT,
IMPROPER INSTALLATION OR TESTING, UNAUTHORIZED ATTEMPTS TO REPAIR OR
MODIFY, OR ANY OTHER CAUSE BEYOND THE RANGE OF THE INTENDED USE, OR BY
ACCIDENT, FIRE, LIGHTNING, OR OTHER HAZARD.

LIMITATION OF LIABILITY: TO THE FULL EXTENT ALLOWED BY LAW TRENDNET ALSO
EXCLUDES FOR ITSELF AND ITS SUPPLIERS ANY LIABILITY, WHETHER BASED IN
CONTRACT OR TORT (INCLUDING NEGLIGENCE), FOR INCIDENTAL, CONSEQUENTIAL,
INDIRECT, SPECIAL, OR PUNITIVE DAMAGES OF ANY KIND, OR FOR LOSS OF REVENUE OR
PROFITS, LOSS OF BUSINESS, LOSS OF INFORMATION OR DATE, OR OTHER FINANCIAL
LOSS ARISING OUT OF OR IN CONNECTION WITH THE SALE, INSTALLATION,
MAINTENANCE, USE, PERFORMANCE, FAILURE, OR INTERRUPTION OF THE POSSIBILITY
OF SUCH DAMAGES, AND LIMITS ITS LIABILITY TO REPAIR, REPLACEMENT, OR REFUND
OF THE PURCHASE PRICE PAID, AT TRENDNET’S OPTION. THIS DISCLAIMER OF LIABILITY
FOR DAMAGES WILL NOT BE AFFECTED IF ANY REMEDY PROVIDED HEREIN SHALL FAIL
OF ITS ESSENTIAL PURPOSE.

Governing Law: This Limited Warranty shall be governed by the laws of the state of
California.

© Copyright 2012 TRENDnet. All Rights Reserved.
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Product Warranty Registration

Please take a moment to register your product online.
Go to TRENDnet's website at http:/ /www.trendnet.com/ register

TRENDnNet
20675 Manhattan Place
Torrance, CA 903501. USA

Copyright ©2013. All Rights Reserved. TRENDnet.



	Product Overview
	Package Contents
	Features
	Product Hardware Features
	Application Diagram

	Installation
	Software Installation

	Wireless Utility
	General
	Profile
	Available Networks
	Status
	WiFi Protected Setup (WPS)
	Pin Input Configuration (PIN)
	About

	Uninstall
	Uninstall Software

	Technical Specifications
	Appendix
	Federal Communication Commission Interference Statement
	Europe – EU Declaration of Conformity
	Limited Warranty


