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Web Configuration

This manual describes the use of the Web Configuration for
controlling and configuring print servers.

Note: The figures listed in this manual are for your reference; the
actual settings showed may be different on your system because of
different network environment.



Configuring the Print Server

Open your web browser and type http://192.168.0.1 in the address

box, and press <Enter>. This set of number is the default IP

address of your print server. Please note that the PC’' s|P address

must correspond with the print server’ s IP address in the same

segment for the two devices to communicate.
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When you entered the default 1P address, the main screen of the
print server’ s configuration will appear as below. In addition to
the product information, you can access and control the print
server' s configuration through four links on the top of this main
screen: Management, Configuration, Tools, and Help.

Management Configuration Tools Help

Server Name RS__—2!1102E2

LD Wireless TISE Print Server
Hardware Version [
TR 00 (2002-11:21)
LSRR 00 03 1B 20 02 E2
S BHEEER 192.168.0.169 (Manual)

Up Time 0 days, 00:00:31




Management

Click on Management link from the tools bar of the main screen
to enter the Management Table, and it provides information of the
print server’ s System Status and Printer Status.

System Status

When you choose and enter the Management link, the first screen
appears is the System Status option. (Otherwise, you can click on
the System Status link in the left column of the Management
screen to return here from the other screens.) This option will
show you the system information as below, providing general
information regarding the print server. Click on the <Refresh>
button below to capture the most updated information.

Management

System Staius
Prinfer Status

Configuration

Server Name

Model

Hardware Version

Firmware Version

MAC Address

IP Bddress

Up Time

Tools Help

P3-2002E2

Wireless TSE Print Server
Al

2,20 (2002-11-21)

0003 1B 20 02 E2
192.168.0.169 (Manual)

0 days, 00:01:34

Refresh |



Printer Status

Click on the Printer Status link in the left column of the
Management screen to enter the Printer Status option. This
option will show you the information regarding the printer’ s status.
Click on the <Refresh> button below to capture the most updated

information. Once the print server is connected to a printer, the
Printer Status in the table will show [Online].

Management Configuration Tools Help

System Status
Printer Stalus

Prim:eriNa.me (PE-2002E2-T1
Printer Status : Off line

Refrash |




Configuration

Click on Configuration link from the tools bar of the main screen
to enter the Configuration Table, and it provides the configuration
options that include Server Device, TCP/IP Protocol, NetBEUI
Protocol,, and AppleTalk Protocol .

Server Device

When you choose and enter the Configuration link, the first
screen appears is the Server Device option. (Otherwise, you can
click on the Server Device link in the left column of the
Configuration screen to return here from the other screens.) This
option will show you settings required to configure the print server.
Click the <Save> button to ensure the settings are updated and
saved.

Please note that the default settings of wireless mode are:
Connection Mode : Infrastructure
ESSID : default
Wireless Channel : 11

Y ou can change the three settings to fit for your wireless network.



Management

Configuration

Servel Device
TCPIP Protocol
NetBEUI Protocol

AppleTalk Pratocol

Configuration Tools Help

Server Name IF'S-2DD2E2

Location I

Admin Comtact I

Password

New Password - |
Confirm Again |

Port Mame : |[PS-2002E2.U1

Drescription : |
PIL Printer - | Mo 'r':l

Wireless Interface ConﬂecttonMode o Inﬁastmcmm
80211 Adhoc
" Adhoc

ESS-ID !
Wircless Channel < [11 7]

Transmissien Rate . |Fu||y Automatit:-i&*"f

Encryption WEP Key . |
& ASCI ¢ HEX

Confirm WEP Key |




TCP/IP Protocol

Click on the TCP/IP Protocol link in the left column of the
Configuration screen to enter the TCP/IP Protocol option. This
option will show you settings required to configure the print server.
Click the <Save> button to ensure the settings are updated and
saved.

Management Configuration Help

Server Device
TCPAP Protocol 1P Address {192.168.0.169
NetBEUI Protocol
AppleTalk Profocol Subnet Mask

{255.255.255.0

Defaull Gateway |192.-158.D.1

IP Assignment

& Manually Assign

' Assign Automatically Tsing
I~ BOOTP
I~ DHCP

SNMP Community 1

Tame : |pub|ic

MArcess Right - IReadf\-“if’rite -.;er
Eommunity 2 Tlan ] I

Access Right ;lRead Only .=r|

Marme 2 |

Access Right ;lRead.OnIy f-vl
Sawe | Cancel




NetBEUI Protocol

Click on the NetBEUI Protocol link in the left column of the
Configuration screen to enter the NetBEUI Protocol option. This
option will show you settings required to configure the print server.
Click the <Save> button to ensure the settings are updated and
saved.

Management Configuration Tools Help

Configuration

Seivel Device
TCPAP Protocol
NetBEUI Protocol
AppleTalk Protocol

WL [WORKGROUP

L WML DU 3 fovivm Clonnected Stations ' =32
Masimmm Mumber of Sessions - i32

Save | ‘Tancel |
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AppleTalk Protocol

Click on the AppleTalk Protocol link in the left column of the
Configuration screen to enter the AppleTalk Protocol option.
This option will show you settings required to configure the print
server. Click the <Save> button to ensure the settings are updated
and saved.

Management Configuration Tools

Server Device
TCPAP Protocol
NetBEUI Protacol
AppleTalk Protocol

Help

AppleTalk Zone |*

Chooser Mame  : PS-2002E2-171
Printer Type . IL‘aserWriter
PostSeript Lewel . m
Font Group : IW
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Tools

Click on Tools link from the tools bar of the main screen to enter
the Tools Table, and it provides the control options that include
Reset and Factory Reset.

Reset

When you choose and enter the Tools link, the first screen appears
is the Reset option. (Otherwise, you can click on the Reset link in
the left column of the Tools screen to return here from the other
screen) Click the <Yes> button to activate the reset procedure.

Managemenm Configuration Tools Help

Resat
Factory Reset

D you really want to reset this device?

TES
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Factory Reset

Click on the Factory Reset link in the left column of the Tools

screen to enter the Factory Reset option. Click the <Yes> button
to resume the factory settings.

Management Configuration Tools

Reset
Factory Reset

Help

Do you really want to factory reset this desace?
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Help

Click on Help link from the tools bar of the main screen to enter
the Help Table, and it provides genera information about the print
server.

About

When you choose and enter the Help link, the screen appearsis the
About option. This option will show you the system information
as below, providing general information regarding the print server.

Management Configuration Tools Help

About - Print Server w2 20
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