TEW-210APB

Quick Installation Guide



This device provides two operational mode of the Access Point available.

Access Point : This mode provides access for wireless stations to wired
LANs and from wired LANSs to wireless stations.

Wireless Bridge: This mode allows the connection of one or more remote
LANSs with a central LAN.

Notice:

This version of the TEW-210APB supports AP and Bridging features. The
Client AP feature is not supported. For more information, please contact
Trendware technical support service. Thank you.

Install Procedure

Step 1. Please set up the Access Point SNMP Manager software on your
pc which provide by this unit.

Step 2. Please change the IP address of your pc to 192.168.5.xxx subnet
for configure this unit since the default IP of this unit is
192.168.5.100.

Step 3. Turn on the power of TEW-210APB and connect the unit to a hub
via straight through UTP cable. Launch the Access Point SNMP
Manager and click the tab “ File “ =» “ Find Access Point “ to
search available AP for configuration.

Step 4. The AP will be showed on screen when it be searched (Figurel).
Please tap an AP which you would like to manage and press the
“ connect “ button. Then please key in the “ public “ for



Community and choose the “ Administrator “ role for Authority.
Press “ ok “ button while all setting of above be finished

(Figure2).
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Step 5. If you wish to change the default IP address of TEW-210APB,
please click the tab “ Setup “=» “ Bridge “=» “ IP configuration
“ as (Figure3). With this table please amend the IP address what
you expected (Figure4).
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Step 6. There are 2 operational modes with this unit. You can change the
operational mode via SNMP software. Please follow the
following steps for configuration. “ Setup “=» “ Wireless LAN
“=» “ Operational Settings “. (Figureb)
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Step 7. According to the configuration screen (Figure6), you can amend
the AP’s name, ESSID, Data rates and so on. You also can define
the role of TEW-210APB to act as an AP or Bridge. Under the
Point-to-Point mode, the MAC address of remote unit should be
specified for association.
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Step 8. While completed the setting, please click the * File “=»
“ Download Changes “ for result saving. And click the “ Close
Connection AP “ to complete the configuration.

Reset the Access Point procedure if you need

1.You can reset the Access Point’s settings to factory defaults by
pushing a paperclip in the little hole next to the UTP port while the
Access Point is on and do not release it right away.

2.Release the reset button when the “ ACT “ LED from burning to
blinking. Normally, it may take 5~10 seconds. After release the reset
button, the unit has been reverted to default setting.
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