Software Installation

This section will lead you to install the driver and utility of the TEW-624UB/TEW-644UB on your Apple computer with Mac OS X 10.4/10.5.
Before insert the TEW-624UB/TEW-644UB into USB port of your computer, please install the Utility Program first.  Make sure that the TEW-624UB/TEW-644UB is NOT inserted into the USB slot.
Installation


1. Insert the TEW-624UB/TEW-644UB Driver & Utility CD into Mac’s CD-ROM Drive
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2. Browse the TEW-624UB/TEW-644UB CD-ROM and go to the MAC OS X folder.

[image: image2.png]2 Madintosh KD
O TEW-624UB_644UB

> SHARED
» PLACES
» SEARCH FOR

Drivers MAC 05 X

QG utiity

autorun.inf

autorun.apm





3. Click the TEW-624UB_TEW-644UB_MAC_OS_X.dmg, that is TEW-624UB/TEW-644UB driver/utility disk image file for Mac OS X.
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4. Brose the contents of TEW-624UB/TEW-644UB_MAC_OS_X and select MacOS_X_10.4 or MacOS_X_10.5 folder whichever applicable on your Apple computer
[image: image4.png]2 wacintosh HD
) Tew-624u8_644U8





5. Double click on the install.pkg to start the installation of the TEW-624UB/TEW-644UB driver/utility.
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6. Click “Continue” button.
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7. Click “Install” button.
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8. Input your password then click “OK” button.
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9. The computer will restart when the installation is done, click “Continue Installation” start the software installation.
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10. When install successes, click “Restart” to reboot your computer.
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11. Insert the TEW-624UB/TEW-644UB on your Mac after it’s rebooted, you will found the “USBWirelessUtility” icon in the Dock menu. Click on the icon start the TEW-624UB/TEW-644UB configuration.
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Uninstall
1. Double click on the “Unistall.pkg” start the un-installation of the TEW-624UB/TEW-644UB driver/utility.
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2. Click “Continue” button.
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3. Click “Install” button.
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4. Input your password then click “OK” button.
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5. The computer will restart when the installation is done, click “Continue Installation” start the software installation.
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6. When uninstall successes, click “Restart” to reboot your computer.
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Configuration

Link Status
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Status: Shows the current connected SSID and BSSID, which must be the same on the wireless client and AP in order for communication to be established.

Current Channel: Shows the current channel for communication.

Link Speed: Shows the current linking speed for transmit and receive.

Throughput: Shows the current throughput.

Link Quality: Shows the current wireless link quality.
Signal Strength: Shows the current wireless signal strength.

Noise Level: Shows the current wireless noise level.

HT Info: Shows the HT information including bandwidth 20 or 40MHz, GI (Guard Interval) short or long, MCS index when connect in 802.11n mode.
.
Profile
The user can create and manage the created profiles for home, work or public areas.
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Add: Adds a profile, user can enter the necessary information required for accessing Access Points or Wireless Router.

Edit: View and edit the existing profile.
Remove: Deletes the selected profile.
Remove: Duplicate the selected profile.
Activate: Selected a profile from list then click the Activate to connecting to the wireless network with the profile setting.
Site Survey
This site survey allows the user to scan for available wireless networks (ad-hoc wireless clients and wireless access points). It also allows the user to establish wireless communications with an available wireless network.
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Rescan: Click the “RESCAN” button to rescan for available networks.
Connect: Select any one of the available wireless networks from list then click Connect button to establishing the wireless connection.
Add Profile: Select any one of the available wireless networks from list then click ADD PROFILE button to add on to the profile list.
Advanced Setting
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Enable TX Burst: Enable/Disable the TX Bust function on the TEW-624UB/TEW-644UB to improve data transmit throughput.

Enable PSP XLink: Enable/Disable the PSP XLink Mode on the TEW-624UB/TEW-644UB.

Reado Off: Click to turn off the wireless LAN.
Apply: Click to apply the new setting.
WPS
WiFi Protected Setup (WPS) is an optional certification program from the Wi-Fi Alliance that is designed to ease the task of setting up and configuring security on a wireless network. There are two methods used in the WPS as below instruction.
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Using the WPS configuration with the “PBC” method, the configuration steps as below:
1. Push the WPS configuration button on your wireless access point or router.
2. Click the PBC button start the WPS configuration.
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3. If the WPS configuration was successful, the follow window will show on.
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4. If the WPS configuration was failed, the follow window will show on.
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Using the WPS configuration with the “PIN” method, the configuration steps as below:
1. Enter the PIN code into the WPS “Clint PIN number” of you wireless access point or router then click the  Start PIN button, the wireless access point or router will start the WPS configuration process.
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2. Selected a wireless access point or router which one will be connecting then click the PIN button start the WPS configuration. If the “Automatically select the network” was checked, the setup step will be skip.
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3. If the WPS configuration was successful, the follow window will show on.
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4. If the WPS configuration was failed, the follow window will show on.
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About
This screen displays information about the TEW-624UB/TEW-644UB, such as the Wireless Utility Version, NIC Driver Version and MAC Address.  When a new version of the utility becomes available for upgrade, users will be able to identify by version numbers.
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Wireless Utility
Version : 16.6.0 Date: 2008-12-11
NIC Driver
Version : 1.2.4.0 Date: 2008-10-14
MAC Address EEPROM

00-14-D1-5B-8D-16 Version : 11




