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MAC OS X SOFTWARE INSTALLATION

This section will lead you to install the driver and utility of the TEW-624UB/TEW-
644UB on your Apple computer with Mac OS X 10.4/10.5.

Before insert the TEW-624UB/TEW-644UB into USB port of your computer,
please install the Utility Program first. ~Make sure that the TEW-

624UB/TEW-644UB is NOT inserted into the USB slot.

Installation

1. Insert the TEW-624UB/TEW-644UB Driver & Utility CD into the CD-ROM

‘800 &l Eddy's MacBook Pro (=)
(o (o[- —
DEVICES
7T
[ Eddy's MacBook Pro (@"‘:‘
| Macintosh HD
~ TEW-624UB_644UB Network TEW-624UB_644UB
SHARED -
PLACES 2 ‘.
o
AR Macintosh HD
| el 3 items 37

2. Browse the TEW-624UB/TEW-644UB CD-ROM and go to the MAC OS X
folder.

‘an0 (%) TEW-624UB_644UB o
<[> R = [ m [im © || &% Q
DEVICES
& Eddy's MacBook Pro
7 Macintosh HD
T T T —_
D MAC OS X
QIc Utility
aaaaaaaa pm autorun.inf
Han 1 of 10 selected, Zero KB available %
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3. Click the TEW-624UB _TEW-644UB MAC OS X.dmg, that is TEW-
624UB/TEW-644UB driver/utility disk image file for Mac OS X.

‘an0 [IMAC 0S X o

(o )(#- a
DEVICES

[ Eddy's MacBook Pro |
= f—
Macintosh HD

(%) TEW-624UB_644UB TEW-624UB_TEW-644UB_
MAC_O5_X.dmg

SHARED

PLACES

SEARCH FOR

Hae 1 of 1 selected, Zero KB available %

4. Browse the contents of TEW-624UB/TEW-644UB MAC OS X and select
MacOS X 10.4 or MacOS_X 10.5 folder whichever applicable on your Apple

computer
‘@00 || TEW-624UB_TEW-644UB_MAC_OS_X =5
(o] a
Mac05_X_10.4 Mac05_X_10.5
e 2 items, 960 KB available 4

5. Double click on the install.pkg to start the installation of the TEW-
624UB/TEW-644UB driver/utility.

‘800 [1Mac05.X_10.5 =)
© Q
A L
[ Install.pkg } Uninstall.pkg
a
2 1 of 2 selected, 960 Ki labl i
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6. Click “Continue” button.

800 < Install USB Wireless Utility - Leopard

Welcome to the USB Wireless Utility - Leopard Installer

© Introduction

Destination Sele . P
- Welcome to the Wireless Utility Installer
nstallationdiypé
nstallatidn After install and restart, you have to configure this
interface in Network Pane of System Preferences
Summafy before you can use the Wireless USB adapter

Go Back Continue )

4

7. If prompted to, select a destination volume to install the utility and then click
Continue.

86066 & Install USB Wireless Utility - Tiger

Select a Destination

Select a destination volume to install the USB Wireless
@& Introduction % Utility - Tiger software.

@ Instal

@ Finish iy 4 Macintosh HD
55.6GB (37.6CB Free)

4+ % | Installing this software requires 2.5MB of space.

You have chosen to install this software on the volume "Macintosh
HD."

( Go Back Continue

8. Click “Install” button.

@00 « Install USB Wireless Utility - Leopard

Standard Install on “Macintosh HD”

© Introduction

© Destination Select This will take 2.5 MB of space on your computer.

© Installation Type Click Install to perform a standard installation of
nstallation this software for all users of this computer.
Summafy

( GoBack ) Install )

4
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9. Input your password then click “OK” button.

Installer requires that you type your

. - password.
-1
| 1‘1'
]
Name: mac
Password: sss
» Details

(:\' _Cancel_[ oK )

10. Click “Continue Installation™.

‘800 ¢ Install USB Wireless Utility - Leopard

restart your computer when the

installation is done. Are you sure you

want to install the software now?

© Destinatij -

. B Installing this software requires you to
wl
© Introduct _"‘

© Installati
e a“. ( cancel ) ( Continue i ) of

CGoBack ) [ Install

11. Click “Restart” to reboot your computer.

800 « Install USB Wireless Utility - Leopard

Installation completed successfully

© Introduction |

© Destination Select

© Installation Type

© Installation

© summagl Install Succeeded

The software was successfully installed.

Click Restart to finish installing the software.

Go Back (" Restart )

A4
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12. Insert the TEW-624UB/TEW-644UB on your Mac. The USB Wireless Utility

will automatically appear. If the utility does not appear, you will find the
“USBWirelessUtility” icon in the Dock menu. Click on the USB

WirelessUtility icon to start the TEW-624UB/TEW-644UB configuration.

Q
W
w©
[
©
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Uninstall

OS X 10.5

1. Double click on the “Unistall.pkg” start the un-installation of the TEW-
624UB/TEW-644UB driver/utility.

‘ann CiMacts X 105

Ll Hslo=] |o|{#] a
B tady's MacBook Pro 4 >
2 Matintosh HD e s
SOKY-2C a Install.pkg " Uninstall phy |
TEW-624UR8 64408 -
TEW-GZaUB_TEW-G4408_MALC 05 X &
et 1of 2 stlected. 960 KA availasie
: 13 M 2
2. Click “Continue” button.
800 s Install Wireless Uninstall Utility

Welcome to the Wireless Uninstall Utility Installer

Uninstall USB wireless driver for MAC OS X - 10.5.x (Leopard)
& Introduction

( i Y
Continue

4

3. Click “Install” button.

800 « Install Wireless Uninstall Utility

Standard Install on “Macintosh HD"

© Introduction
© Destination Selagt This will take 4.0 KB of space on your computer.

© Installation Type Click Install to perform a standard installation of
this software for all users of this computer.

Go Back Install

W

25



4. Input your password then click “OK” button.

Installer requires that you type your

- password.
|
Name: mac
Password: ees
- Details

o)

Cancel | [ OK )

5. The computer will restart when the installation is done, click “Continue
Installation” start the software installation.

eno « Install Wireless Uninstall Utility
- B Installing this software requires you to
v{ restart your computer when the
B o ‘ ‘. installation is done. Are you sure you
S want to install the software now?
© Destinati| -
© Installatic

(" Cancel ) ( Continue Installation )  ©f
atig

( GoBack ) Install

6. Click “Restart” to reboot your computer.

800  Install Wireless Uninstall Utility

Installation completed successfully

© Introduction _

© Destination Select i VFa
. |
© Installation Type
© Installation w
® summagy Install Succeeded

The software was successfully installed.

Click Restart to finish installing the software.

_ Restart )
A4

7. Disconnect the adapter from your computer.
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OS X 10.3/10.4

1. Double click on the “Uninstall.command”.

alaal MAC 05 X 10.4 =
[« o ffs a

mm ® unirstallcommand
5 retnork

W UsEWireless-Tiger.pkg
| Mariensh HO

m

a4

m Desiang

£

g menimac

| oocumens

ﬁ Moutes
& wusie

) Picmures

yais

2. Enter the password for your computer and hit “Enter”.

®06 Terminal — sudo — 80x24

Last login: Tus Feb 3 15:42:44 on console =]
olunes/ TEY-6xxUB_MAC_0S_X_20081614/MACY 05 X\ 18.4/uninstal L.connand; exit
Welcone to Darwin!

macusers-computer s~ mininach Mo lunes,/ TEW-BxxUB_MAC_DS_X_20681614/MACY 0S4 X\ 18
.4/untnstal l.connand; exit

Remowing Startup Ttews...

Passuord:[]

3. The utility is now uninstalled from your computer. Disconnect the adapter from
your computer.

ene Completed Command

Lost login: Tue Feb 3 15:42:44 on console 5
Av0Lumes, TEY-ExxUB_MAC_0S_X_2PBSLE14/MACY 0S\ 2\ 10.4/uninstall.comnond; exit
Welcome to Darwin!

nacusers-computer t~ mininact /Volunes/TEW-ExxUB_MAC_0S_X_20881814/MACY DS\ ¥\ 18
.4/uninstal l.conmand; exit

Renoving Startup Items...

Passuord:

Renoving Driver...

Renoving Wireless Utitity...

Renoving Package

Uninstall Complete.

Logout

[Procsss conplsted]

)
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CONFIGURATION

Link Status

0 Wireless Uility

Profile  Link Status  She Survey  Statisties  Advanes d  WPS  About

Stawus TRENDnet6?0 <--» 00-03-2F-00-09-12
Current Channel ! § «-=m 2437 MMz (Central Channel:4}
Link Speed (Mbps) T 300.0 fx 2160

Throughput (Kbps) ™ 0.0 R 103.0

Cood 100% dim format
Link Quality

Cood 99
Signal Strangth 1

Coad 99%
Signal Strength 2

Low 26%
Noise Level

HT Infa
BW. 40MMz Gl shot  MCS; 1%

Status: Shows the current connected SSID and BSSID, which must be the same on
the wireless client and AP 1n order for communication to be established.

Current Channel: Shows the current channel for communication.
Link Speed: Shows the current linking speed for transmit and receive.
Throughput: Shows the current throughput.

Link Quality: Shows the current wireless link quality.

Signal Strength: Shows the current wireless signal strength.

Noise Level: Shows the current wireless noise level.

HT Info: Shows the HT information including bandwidth 20 or 40MHz, GI (Guard
Interval) short or long, MCS index when connect in 802.11n mode.

28



Profile

The user can create and manage the created profiles for home, work or public areas.

M Wireless Utility

Profile  Link Status  She Survey  Statlsties  Advanced WPS  About

CRanrel  Authenticarion  Eneryptio

P aiore | Taenonu0 | ute | Woaa-ree | A st |

Add: Adds a profile, user can enter the necessary information required for
accessing Access Points or Wireless Router.

Edit: View and edit the existing profile.
Remove: Deletes the selected profile.
Remove: Duplicate the selected profile.

Activate: Selected a profile from list then click the Activate to connecting to the
wireless network with the profile setting.

Site Survey

This site survey allows the user to scan for available wireless networks (ad-hoc
wireless clients and wireless access points). It also allows the user to establish
wireless communications with an available wireless network.

0o Wireless Urility

Profile  Link Status  Site Survey  Statistics  Advanced  WPS  Abour

S50 “Sigaal  Channel Authentic Enerypt  Network Type
AT e TR
..... 00-1C-FO-F5-2A-A 65 Unknowr WEP  Infrastructure
~INTERNET- 00-01-23-45-67-8 81
TRENDnet  00-17-0A-32-87-8 20
Joseph Station  00-01-23-45-67-8 55
DlinkAP?  00-11-95-08-A2-8 20

Unknawr Not Use Infrastructure ||
Uinknowr Kot Use  Infrastructure
Unknowr Mot Use  Infrastructure |
Unknowr WEP  Infrastructure

L0 Y

‘Connected <--> TRENDne6:70 RiEAN ConmicT_| [_apoPmoni

Rescan: Click the “RESCAN” button to rescan for available networks.
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Connect: Select any one of the available wireless networks from list then click
Connect button to establishing the wireless connection.

Add Profile: Select any one of the available wireless networks from list then click
ADD PROFILE button to add on to the profile list.

Advanced Setting

Enable TX Burst: Enable/Disable the TX Bust function on the TEW-
624UB/TEW-644UB to improve data transmit throughput.

Enable PSP XLink: Enable/Disable the PSP XLink Mode on the TEW-
624UB/TEW-644UB.

Reado Off: Click to turn off the wireless LAN.
Apply: Click to apply the new setting.

WPS

WiFi1 Protected Setup (WPS) is an optional certification program from the Wi-Fi
Alliance that is designed to ease the task of setting up and configuring security on a
wireless network. There are two methods used in the WPS as below instruction.

Conhg Mode

nnnnnnn

30



Using the WPS configuration with the “PBC” method, the configuration steps as
below:

1. Push the WPS configuration button on your wireless access point or router.
2. Click the PBC button start the WPS configuration.

a¥aFsl iceiens MR,

Profile  Link Status  Site Survey  Statistics  Advanced ~ WPS  About |

WPS AP Lint
n 8D RESID Chamnel  Authenticatio | Encryptian escan
TRENDnet670 00-03-2F-00-0 & WPAZ-PSK AES ¥
weiwei  D0-1C-FO-F5-2 4 Unknown WEP .
[ Fenew

. Conhg Mode o

= Encolles 1#]

rafile Anin Authenticatimn e rypisan

L

(= o WPS associane i = Tox
Em,.&( PAC - Scanring AF

1 Actamaically select the AP

3. If the WPS configuration was successful, the follow window will show on.
[feTa%e Wireless Uity '

Profile  Link Status  Site Survey  Statistics  Advanced | WPS  About 1

WP AP Lint

0 S50 BSSID Channel | Authenticatio | Encryption Reacan
TRENDnet670 00-03-2F-00-C [ WPAZ-PSK AES
welwel 00-1C-FO-F5-2 4 Unknown WEP

Exahis. S50 Ensrvstian
u Profiled TRENDn#t6 70 WRAZ-PSK AES

s ¥ WS assocute it

1o WS prode It
[
— [ Autamaically seleet the AP

4. If the WPS configuration was failed, the follow window will show on.
ionn Wirrless Uity |

. Profile _ Link Status  She Survey  Statistics  Advanced | WPS | About

WIS AR Lint
o S50 [ Channel = Awthenticatio  Encryplion o Resaan |
TREMOnet670 00-03-2F-00-C 6 WRAZ-PSK AES __nfarmaven
weiwel  00-1C-FO-F5-2 4 Unknown WEP _min Code

| pn | WS associae iE 1
o) e

[} Metoenatically select the AP

Using the WPS configuration with the “PIN” method, the configuration steps as
below:
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1. Enter the PIN code into the WPS “Clint PIN number” of you wireless access
point or router then click the Start PIN button, the wireless access point or

router will start the WPS configuration process.
[fa"e¥s’ Mrelmsxlitibty,

Profile  Link Status  Site Survey  Statistics  Advanced | WPS | About

WrS AP Lint

] [Ty RESID Channel Ercryption | | Rescan
| TRENDnet670 00-03-2F-00-0] & WPAZ-PSK | AFS
~INTERNET~ 00-01-23-45-f 6 Unknown  None

SF-RT  00-11-22-08-( & Unknown WER

PN | W Wes assocane it o
~pac | WS ket

2. Selected a wireless access point or router which one will be connecting then
click the PIN button start the WPS configuration. If the “Automatically select
the network” was checked, the setup step will be skip.

oo Wireless ity

. Profile _ Link Statws  Ske Survey  Staustics  Advanced | WPS | About

AT AP Lint

e 00-1C-FO-FS5-3 4
| TRENDne1670) 00-03-2F-00-C 6

W associane IE
[ e | Humspoben

|E Astoonatically select the AP |

3. Ifthe WPS configuration was successful, the follow window will show on.

75775 Wireless Uriry ]

Profile  Link Status  Site Survey  Statistics  Advanced  WPS  About |

WIS AP L
D R8I0 D Chanmel  Authenticatio  Eneryption |
TRENDnet670 00-03-2F-00-C & WPAZ-PSK  AES
weiwei  00-1C-FO-F5-2 4 Unknown WER
WIS Profie List
Frofie M0 Lrcryplion
| B Profiled TRENDnet670 WPA2-PSK AES |
- ¥ WP ansociane 1€ 100
i) Ewrs et
lal®Eae)
] Automatscally sehect the AP
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4. If the WPS configuration was failed, the follow window will show on.

0 Wireless Utility

Profile  Link Status  Site Survey  Statistics  Advanced — WPS | About

L 5510 BanI0 Channel  Awthenticatio  Encryption ™ Rescan
TRENDret670 00-03-2F-00-C 6 WRAZ-PSK  AES ' ~——
woiwsél  D0-1C-FO-F5-2 4 Unkrown WEP TR

Pin Code

Profile S50 Authentication Eniryption

© ) Astoenatically select the AP

About

This screen displays information about the TEW-624UB/TEW-644UB, such as the
Wireless Utility Version, NIC Driver Version and MAC Address. When a new

version of the utility becomes available for upgrade, users will be able to identify
by version numbers.

Frofile  Link Status  She Survey  Statstics  Advanced  WPS  About

Version 16.6.0 Date 2008-12-11

I D
Version 1.2.40 Date 2008-10-14
C Address EEPROM
00-14-D1-58-AD-16 Version 11
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Limited Warranty

TRENDnet warrants its products against defects in material and workmanship, under normal use and service, for the following lengths of time from
the date of purchase.

TEW-624UB/TEW-644UB Wireless N USB Adapter Three years

If a product does not operate as warranted above during the applicable warranty period, TRENDnet shall, at its option and expense, repair the
defective product or deliver to customer an equivalent product to replace the defective item. All products that are replaced will become the property
of TRENDnet. Replacement products may be new or reconditioned.

TRENDnet shall not be responsible for any software, firmware, information, or memory data of customer contained in, stored on, or integrated with
any products returned to TRENDnet pursuant to any warranty.

There are no user serviceable parts inside the product. Do not remove or attempt to service the product through any unauthorized service center.
This warranty is voided if (i) the product has been modified or repaired by any unauthorized service center, (ii) the product was subject to accident,
abuse, or improper use (iii) the product was subject to conditions more severe than those specified in the manual.

Warranty service may be obtained by contacting TRENDnet office within the applicable warranty period for a Return Material Authorization (RMA)
number, accompanied by a copy of the dated proof of the purchase. Products returned to TRENDnet must be pre-authorized by TRENDnet with
RMA number marked on the outside of the package, and sent prepaid, insured and packaged appropriately for safe shipment.

WARRANTIES EXCLUSIVE: IF THE TRENDNET PRODUCT DOES NOT OPERATE AS WARRANTED ABOVE, THE CUSTOMER'S SOLE
REMEDY SHALL BE, AT TRENDNET'S OPTION, REPAIR OR REPLACEMENT. THE FOREGOING WARRANTIES AND REMEDIES ARE
EXCLUSIVE AND ARE IN LIEU OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED, EITHER IN FACT OR BY OPERATION OF LAW,
STATUTORY OR OTHERWISE, INCLUDING WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
TRENDNET NEITHER ASSUMES NOR AUTHORIZES ANY OTHER PERSON TO ASSUME FOR IT ANY OTHER LIABILITY IN CONNECTION
WITH THE SALE, INSTALLATION, MAINTENANCE OR USE OF TRENDNET'S PRODUCTS.

TRENDNET SHALL NOT BE LIABLE UNDER THIS WARRANTY IF ITS TESTING AND EXAMINATION DISCLOSE THAT THE ALLEGED
DEFECT IN THE PRODUCT DOES NOT EXIST OR WAS CAUSED BY CUSTOMER'S OR ANY THIRD PERSON'S MISUSE, NEGLECT,
IMPROPER INSTALLATION OR TESTING, UNAUTHORIZED ATTEMPTS TO REPAIR OR MODIFY, OR ANY OTHER CAUSE BEYOND THE
RANGE OF THE INTENDED USE, OR BY ACCIDENT, FIRE, LIGHTNING, OR OTHER HAZARD.

LIMITATION OF LIABILITY: TO THE FULL EXTENT ALLOWED BY LAW TRENDNET ALSO EXCLUDES FOR ITSELF AND ITS SUPPLIERS ANY
LIABILITY, WHETHER BASED IN CONTRACT OR TORT (INCLUDING NEGLIGENCE), FOR INCIDENTAL, CONSEQUENTIAL, INDIRECT,
SPECIAL, OR PUNITIVE DAMAGES OF ANY KIND, OR FOR LOSS OF REVENUE OR PROFITS, LOSS OF BUSINESS, LOSS OF
INFORMATION OR DATE, OR OTHER FINANCIAL LOSS ARISING OUT OF OR IN CONNECTION WITH THE SALE, INSTALLATION,
MAINTENANCE, USE, PERFORMANCE, FAILURE, OR INTERRUPTION OF THE POSSIBILITY OF SUCH DAMAGES, AND LIMITS ITS
LIABILITY TO REPAIR, REPLACEMENT, OR REFUND OF THE PURCHASE PRICE PAID, AT TRENDNET'S OPTION. THIS DISCLAIMER OF
LIABILITY FOR DAMAGES WILL NOT BE AFFECTED IF ANY REMEDY PROVIDED HEREIN SHALL FAIL OF ITS ESSENTIAL PURPOSE.

Governing Law: This Limited Warranty shall be governed by the laws of the state of California.
Note: AC/DC Power Adapter, Cooling Fan, Cables and Power Supply carry 1-Year Warranty



TRENDNET

Product Warranty Registration

Please take a moment to register your product online.
Go to TRENDnet's website at http:/ /www.trendnet.com/ register
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