Firmware Upgrade Procedure for TEW-P1U1P
Utility can be installed on Win98/ME/NT/2000
1. Save the Firmware and Utility files 
2. Connect the PC to a switch
3. Connect the Print Server to the same switch 

4. Unzip APL237.zip and save the firmware APL237.bin file to the PC

5. Unzip Upgrade_107.zip then run Setup.exe to install Upgrade Utility

6. Start “Upgrade Utility”, Upgrade wizard would appear. If there is more than 1 network adapter on this PC, please select the one that’s current using.

7. From the Upgrade Utility window, click Browse ( Browse Targets to find the Print Server

8. Select found Print Server (SC#####) in Devices List

9. Click “Files” button to select firmware file (APL237.bin)

10. Click Upgrade button to flash the firmware to device

11. During upgrading, LEDs on the Print Server will flash

12. When it’s done, the wizard will display “Upgrade Successfully”, click OK

13. Now the Print Server is on firmware 6035, please perform hardware Reset on the Print Server before any configuration again.

Reset Procedure
· power off the print server

· press and hold the Reset button and power on the PS at the same time

· when the error LED comes up, release the reset button

· complete

After this firmware upgrade is done, the Print Server should have default value

SSID: PRINT

Channel: 11

Please configure the wireless card to Ad-hoc mode with the updated information to connect to the print server, also note that the ad-hoc PC should have a valid IP before running the Print Server’s Setup Wizard.

