
Installation procedures of TFM-560X for Windows XP (12-19-
2001) 
 
Unzip the downloaded file to local drive (i.e. C:\TFM560X).  
 
Note: Please finish hardware installation first (connect the modem to the 
computer’s serial port, connect the phone line to modem, and connect the Power 
Adapter to the modem). Then turn modem on and boot to Windows XP.  
Windows will automatically detect your new add hardware as Standard Modem. If 
Windows XP did not detect the modem, please go to Step 6 and follow the 
instructions to install the modem driver manually. 
  

Step 1.  Select install from a list or  
  specific location [Advanced], 
    then click on Next. 

    

Step 2. Select Search for the best driver  
    in these locations, check the 
   Box with “Include this location in 

the search”, and type in the driver 
path (i.e. C:\TFM560X) and then 
click Next. 

    

Step 3.  Select 56K External  
  Modem[CL] item in the listed and  
  click Next. 
 
 

    

Step 4. At Windows Logo testing, click 
Continue Anyway. 

 

    



Step 5. When the installation completed,  
  click on Finish. 

    

 
 
Step 6. If Win XP did not detect the driver, click on Start, go to Settings, and 
then click Control Panel. 
 
Step 7. Double click on Phone and Modem Options. 
 
Step 8. Click on Modems tab. 
 
Step 9. Click on Add. 
 
Step 10. Check Don’t detect my modem:… and click Next. 
 
Step 11. Click Have Disk. 
 
Step 12. Type in the path of the driver (i.e. C:\TFM560X) and click Ok. 
 
Step 13. Select 56K External Modem[CL] and click Next. 
 
Step 14. Select the COM port where the modem is connected to and then click 

Next. 
 
Step 15. Click on Continue anyway. 
 
Step 17. Click Finish. 


