How do | setup motion or sound detected Email alerts
and FTP and Samba Network Storage upload?

You will need to setup your motion and sound detection fields on the camera. After you have defined
these fields you can then configure the camera to send email alerts or upload images or video to FTP or
Samba Network Storage based on motion or sound detected events.

1. Open the browser and type in the IP address of your camera.
For example: http://192.168.10.50. You will be prompted to log in to the camera. Enter the

username (admin) and the password that you assigned on your camera. The default password is
admin.

LSl © hitp://1921681050 O ~

' = — )

The server 192.168.10.50 is asking for your user name and password. The
server reports that it is from TV-IP562WI.

| admin I

[eesaess |

Remember my credentials

] [ Cancel
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http://192.168.10.50/

Motion Detection

Click Motion Detection > Live Video. Click the Enable Video Motion checkbox; click the Draw motion
area radio button; draw the detected field for the area of the camera you want to monitor. Select the
Sensitivity range and click Apply.
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Sound Detection

Click Sound Detection. Click the Enable checkbox, set the Detection Sensitivity Level and click Apply.
Configure the sensitivity levels to higher settings in noisy environments.
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After you have completed the motion detection setup, you can configure the camera to send Email or
FTP or Samba uploads based on motion or sound detection events under Action menu.
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Email

Click E-mail, select Motion or Sound Detection and enter your email provider’s settings into the
corresponding fields. Below is an example by using Gmail™. Please note: Gmail™ requires SSL
support. Please enable SSL-TLS support and change the port number to 465. For other email service
providers, please contact them for the necessary settings.

Megapixel Wireless Day / Night Internet Camera
TVHP5E2WI

TRENDNET

VIDEOQ CLIP
™ Ensble
Trigger by ’m
Video Clip Type
Source :’M (Configurable in Audio and Video)

File Format : | .avi ;I

Pre-event recording |5 Seconds (between 0 to § seconds)

A'—'i“ “m Maximum duration |10 Seconds (between 5 to 10 seconds)
Action Target

» Recording C e
* Video Clip & E i
= Snapshot

Recipient E-mail Address |rr'vmail@ hotmail.com

= 50 Management

SMTP Mail Server

Port

User Name

|srr'tp.gmail.com

485 (range 1 to 85535)

|'.e;t@g miail.com

p— [eeanaaees

Sender E-mail Address |'-E§T@E'“5 l.eom

Interval Goo Seconds (range 60 to 86400 seconds)

Use SSL-TLS S5L-TLS vl
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Click Apply to save the setting, then use Test button to test the server connection. If the test is
successful, a text Test E-mail sent was successful will show on top of the page and a test email will
be sent to receiver’s email address.
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FTP Setting

Click FTP, select Motion or Sound Detection and enter your FTP server setting.

TRENDNET Megapixel Wireless Day / Night Internet Camera

TVHPSE2WI

VIDEOQ CLIP

¥ Enatile
Trigger by | Ahways vI
Video Clip Type

Source : | profile 2 -I (Configurable in Audio and Video)

File Format : | .awvi ;I

Pre-event recording |5 Seconds (between 0 to 5 seconds)

Auio“en Mazximum duration |10 Seconds (between 5 fo 10 seconds)
Action Target

* Recording & e

*Yideo Clip FTE Server [#tp.trendnet com

= Snapshot
Port 21

= 50 Management

User Mame |T'E’1c net_USA

Password Sssssssssssnes

Path [Test

Tools Filename Prefix |
Advanced Interval i Seconds ({range 60 to 25400 seconds)

Passive Mode

C E-mail
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Click Apply to save the settings, then use Test button to test the server connection. If the test is
successful, a text Test FTP was successful will show on top of the page and a test video clip or snap
shot will be sent to the FTP under Test folder.
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Samba Network Storage

Click Samba Network Storage, select Motion or Sound Detection and enter your Samba

Network Storage setting.

TRENDNET

Megapixel Wireless Day / Night Internet Camera

* Recording
*\iden Cllp
= Snapehot
= 50 Managamant

Click Apply to save the setting. A text Changes Saved will show on top of the page.

TVHPSE2WI

RECORDING
F Enable

Trigger by m
I” Schedule
Recording Type
Pre-event recording ’5— seconds (between O to 5 seconds)
Post-avent recording |5— seconds (between 0 to 60 seconds)
C Snapshot
& \ideo
Source : Im {Configurable in Audio and Wideo. )
File Format - m
Recording: m minute{s) per file
Target
C Micro 5D Card
® Samba Metwork Storage

Server Address [182.188.10.102
» Anonymous
& Account

Usemame [trendnet

Password |“ mem-

Share Folder [TW-IPEEZW

Sub Folder [
Heep Free Space{200 MB {minimum is 200}

F Recycle
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