How do | record video on motion detected events?

After the camera has been configured and set up on your network, you will use TRENDnetVIEW Pro to
record motion detected video. Please install TRENDnetVIEW Pro from the CD.

‘) TRENDNET

Install Camera

Install TRENDnetVIEW Pro Software
Quick Installation Guide

User’s Guide

Product How-Tos

Product Registration

Wireless HD Day/Night
Cloud Camera
TVIP762IC

After you install TRENDnetVIEW Pro, double click on the TRENDnetVIEW Pro shortcut on your desktop.
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The TRENDnetVIEW Pro Software by default is configured to record at all times. To limit recording to
motion detected events only, please do the following.

1.

Right click Video then click the Camera Setup Wizard.

% TRENDnetVIEW Pro - C:\Program FM

File View Server Video Tools Help
BHE
&

Structure
@ Console Root

E.% Servers

= [admin@localhost]

i
Camera Setup Wizard - [admin@localhost]

Camera choice
Select one or more devices to setup

Use the list below to select one or more devices, which you would like to set up. Press Mext to
proceed with setup.

Title: Device Mame
Add Mew Devices
Network Devices (IF Camera, Video Server) | Media Source

Copy to Clipboard

Select Network Devices (IP Camera, Video Server) under Add New Devices then click
Next.
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3.

4.

Label the device under Device title then click Properties.

Set up camera device properties

Flease configure the device and set up video device options. Click Nexdt to proceed then.

Device title:

TV-P7E2IC

Properties This allows to tune device specific properties. Note that changes of
the options have effect immediately.

[ Delete | The device iz dynamic and can be deleted
|| Device is disabled on server, no data grabbing happens
|| Device output is hidden, not listed as available

<Back || Ned> | [ Cancel

Select TRENDnet, the model number of the camera then click Ok.

'

Mode! | Extemal PTZ Control | Audio | Dewarp |

Please choose device vendor and model and press Apply to shaw
additional property pages.

Manufacturer Model
[TRENDnet | W TV-IPE5TWI

‘ & TvPeT72P
& Tv4PET2PRI
Oy TvPs7T2W
s Tvps72W
s Tvap7sIWE
o Tvap7sIWIC
EATVIPTE2IC

& TIPS IWIC
Legacy Models

TV-IP100
TV-IP100W

[ Cancel ||
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In Access Tab, fill in the camera settings and then click OK.

Video Corfiguration | Frame Adjustments | Audie | Evenis
Motion Detection | Model | Exemal PTZ Control | Dewam
Access | Video Input

—Device Access
Metwork Host Name or [P Address: Port:

192.168.10.50 80 (5 ]

User Name: Password:

admin (TITITTTY Y]

Ping Device Open Device in Browser

MNote that it may be necessary to configure additional port
numbers {including configuring them on router, firewall and/for
NAT) depending on camera model and access method

[ ok || cancel |[ sppy |

If you would like recording file included audio, click Audio tab on above screen, select

Internal Audio Source, then click OK.

Motion Detection | Model | Edemal PTZControl | Dewam
Access I Video Input
Video Configuration I Frame Adjustments | Audio | Events

Use controls below to select and configure an audio source device
to be used or attached to video hardware.

) No Audio Source
@ Intemal Audio Source

Use builtin audio capture capabilties available along with
video capture

Input: [lnput'l

") Edternal Audio Source Attached

Attach an extemal audio input device to act as an integral
audio part for the host video capture device

Input

Properties. ..

[ ok J|[ cancel ||
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7.  Click Next.

Set up camera device properties

Please corfigure the device and set up video device options. Click Mext to proceed then.

Device title:

TV-IP7R2IC

This allows to tune device specific properties. Mote that changes of
the options have effect immediatety.

The devize iz dvnamic and can be delsted

[7] Device is disabled on server, no data grabbing happens
|| Device output is hidden, not listed as available

r—
| <Back || MNet> | [ Cancel |

8.  For motion detection select Use motion detector for the stream being set up then click

Properties.

Motion analysis
Set up motion information analysis for video stream

Please configure the mation detector for the video stream (f required) using the options below.
Click Next to proceed then.

I Use motion detector for the stream being set up

Set up motion detector specific properties. Mote that changes of the
options have effect immediately in case you are modifying settings for

the video device which is already running.
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9. Click on the Source tab. Select Software Motion Detection priority and then click OK.

| Sengttivity | Exclusion I Format| Source

Select source of motion detection information and software motion
detection analysis mode using the choices below.

") Default {Camera Detected Motion priority)
IUse default mode, most appropriate to achieve best peformance

7 Camera Detected Motion priority
|Ise camera’s mation information or, f absent, detect motion
using software analysis

) Camera Detected Motion only
|Ise camera’s mation information if available

@ Software Motion Detection priority
Detect motion using software analysis regardless of availability of
camera detected motion information

10.

Set up motion information analysis for video stream

Please corfigure the mation detector for the video stream (if required) using the options below.
Click Mext to proceed then.

Use motion detector for the stream being set up

Set up motion detector specific properties. Mote that changes of the
options have effect immediately in case you are modifying settings for
the video device which is already running.
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11. Select Video, Video Motion Information and Audio, then click Advanced Properties.

lCamEfa Setup Wizard - [a[ii

calhost]

Data recording
Set up data recording feature properties '

Flease set up recording properties and select data streams you would like to have recorded to
disk. Use Global Recording Properties button to review archive disk drives and space quotas.
Click: MNext to proceed.

[] Use schedule recording
Stream Type Comment
Vo Foramoed oot
Video Mation Information
Audio
' 1 J ¢

| Global Recording Properties... |

| <Back |[ MNet> | | Cancel |

12. Go to the Motion and Events tab. Select Enable motion controlled recording then set
the pre-event and post-event recording times. Click OK.

| Time Lapg,el Muation and Events Istgmge Clucta |

Mation and alert controlled recording feature provides an opportunity
to differentiate recording mode of operation in and in absence of
alerted state. To save storage space, it is possible to record more
footage for alet conditions.

I Enable motion contralled recu::rdingl
[7] Enable alert event controlled recording

[] Congtrain recording frame rate

Recording frame rate on motion detection or in
glerted state, fps junsafe with MPEG-4/H.264):

Time interval to keep recording before alert was
signaled, seconds:

Time interval to keep recording after alert was
signaled, seconds:

[] Record frames in absence of motion or alet event

Recording frame rate in absence of alert, fps
{unsafe with MPEG-4/H.264):

| oK Cancel ||  Apply
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13. Click Next.

Set up data recording feature properties

Please =et up recording properties and select data streams you would like to have recorded to
disk. lUse Global Recording Properties button to review archive disk drives and space quotas.
Click Mext to proceed.

[ Use schedule recording

Stream Type Comment

Video Advanced properies
Video Mation Information
Pudio

d

| Giobal Recording Propetties... |

[ <Back [J| mMew> J[[ cancel |

14. Click Next.

Action summary
Review selected action details

The wizard is ready to apply changes to server. The summary of the changes is shown below.
Press Next button to apply the changes.

:Podinn: Setup existing camerais)

Camera: TV-IP762IC [Media Source’001]
Enabled: Yes

Vizible: Yes

Software Compression: None
Motion Analysis: Enabled
Record Video: Yes

Record Motion Information: Yes
Record Audio: Yes

Record Events: No
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15. Click Finish.

F.o —
Camera Setup Wizard - [admin@localhos m

Wizard Completed

e wizard has completed camera corfiguration: 1
cceeded.

[] Continue with setting up another camera

To close wizard, press Finigh.

< Back [[ Fish | | [ Cancel

For other advanced features in TRENDnetVIEW Pro software, please refer to the
TRENDnetVIEW Pro User’s Guide on the CD.
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