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1: What is An IPSharer?

1

2: Who should buy An IPSharer?

1

3: What do I need to prepare before installation?

2

4: Which different features and specifications with IP Sharing Devices series models?

2

Internet Access/Dial In



1: Does An IPSharer require multiple PPP accounts?

4

2: What about the 2 and 4 ports models ? Must I apply for two/four PPP accounts from my ISP?

4

3: How does the An IPSharer provide shared Internet access via a single IP address ?
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4: What is NAT?

4

5: What is the “Bandwidth Utilization”(Bandwidth on demand)?
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6: Can Bandwidth Utilization speed up FTP (File Transfer Protocol)?

5

7: Does An IPSharer support compression?

5

8: Does An IPSharer support Multilink PPP?

6

9: How many users can An IPSharer support?

6

10: Is the Hardware of An IPSharer good enough ? Where is the bottle-neck of Internet access?

6

11: Will the An IPSharer work with a proxy server?

6

12: Why can’t I configure An IPSharer setup program when enable Proxy Server in Internet explorer?
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13: Can An IPSharer support a leased line (permanent connection)?

7

14: What is SOCKS?
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15: Why do I get “Time out” when I first connect to Internet?
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16: How does An IPSharer work with PCAnywhere?
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LAN Questions



1: Does An IPSharer support both Macintosh and Windows computers simultaneously?

9

2: Does An IPSharer support other operating systems besides Windows and Macintosh?
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3: What routing protocols does An IPSharer support?
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4: I have two or more segments in my LAN. 
Will An IPSharer work with users on different segments?
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5: Does An IPSharer work on multiple network segments, and how do I configure it?
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