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· Creation Date: 3/26/1999
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The information in this article applies to:

· TW-100
· TW-200
SUMMARY
· This article shows you how to configure DHCP server included with Windows NT Server version 4, so it assigns dynamic IP addresses, fixed router IP address, and fixed DNS IP addresses.

This article assumes the following:

· Microsoft Windows NT Server Version 4 is properly installed on your system

1. TCP/IP and DHCP server are properly installed

· The TW-100/TW-200 is properly installed and configured with DHCP disabled

CONTENTS
2. Click Start.

3. Select Programs.

4. Select Administrative Tools (Common).

5. Select DHCP Manager.
[image: image1.png]4 Administrative Wizards

(ml @ Backup
<o)
& Disk Administalor
- ) EventViewst
L [y

3 Migation ool fr NetWare
2 Netwark Client Administrator
: ) ettt
B Femote Access dnin
& Serveranager
€ Syt Poy Edicr
CIT————
3, Windows NT Diagnostics

£ Books Orine
Conmand Prongt
2 Windows NT Evplorer

(5 Starup 3

‘Windows NT Ser

1:36AM






6. The DHCP Manager window appears.
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7. Double-click on the *Local Machine*. Make sure it is selected.

8. Click Scope on the menu bar.

9. Select Create… The Scope – (Local) dialog box appears.
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10. Enter the Start Address, End Address and Subnet Mask.
Contact your network administrator for appropriate settings. The settings provided in this setup procedure are for demonstration purpose only.
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11. Click OK. A message box appears.
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12. Click Yes to activate the new scope. You are back to the DHCP Manager – (Local) window. Make sure the current scope is selected.
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13. Select DHCP Options on the menu bar.

14. Select Scope. The DHCP Options: Scope dialog box appears.
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15. Select 003 Router in the Unused Options: list box.

16. Click Add-> button.
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17. Click Value>>> button.
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18. Click on Edit Array… button. The IP Address Array Editor dialog box appears.
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19. Enter TW-100/TW-200 IP address and click on Add-> button.
The settings provided in this setup procedure are for demonstration purpose only.
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20. Click OK. You are back to the DHCP Options: Scope window.
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21. Select 006 DNS Servers.

22. Click on Add-> button.
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23. Click on Edit Array… button. The IP Address Array Editor dialog box appears.
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24. Enter the first DNS IP address under the New IP Address: and click Add-> button.

25. Enter the second DNS IP address under the New IP Address: and click Add-> button.
Contact your ISP for the appropriate DNS IP addresses. The settings provided in this setup procedure are for demonstration purpose only.
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26. Click OK. You are back to the DHCP Options: Scope window.
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27. Click OK. You are back to the DHCP Manager – (Local) window.
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28. Click Server on the menu bar.

29. Select Exit to quit DHCP manager.

30. Now your Windows NT 4.0 server is ready to assign dynamic IP, gateway IP, and DNS IP addresses to DHCP clients. DHCP clients need to be restarted to receive new settings.

31. If the workstations are running Windows 95/98, run WINIPCFG.EXE utility to verify TCP/IP settings.
MORE INFORMATION
This article describes specific information about configuring the DHCP server included with Microsoft Windows NT Server version 4.0. Please contact Microsoft regarding how to use Windows NT networking features.
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